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8.6	 Fehlersuche Waage
Wählen Sie im Menü „Waage” den Menüpunkt „Diagnose Waage“ und bestätigen 
Sie durch Druck auf die Mitte des Drehrades die Auswahl.

M4001870D

M4001890DM4001900D
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8.7	 Fehlercodes Dieselmotor Mercedes-Benz
Die Mercedes-Benz Fehlercodes werden vom ADM3-Rechner an das Farbterminal 
gesendet und können dort abgelesen werden.

Der Fehlercode ist aufgeschlüsselt in die Bereiche:
SPN-Nummer/FMI-Nummer 
Die folgende Liste ist ausschließlich zur Störungsbehebung durch speziell 
unterwiesenes Fachpersonal gedacht. Deshalb wird sie von Mercedes-Benz 
ausschließlich in englischer Sprache bereitgestellt.
Hiermit kann die Bedeutung von SPN/FMI entschlüsselt werden.

8.7.1	 Fehlercodes der MB-Diagnoseversion 210

  9. Fault codes 

ADM3 operating manual rev. 10.00b  151 / 226 
   

9. Fault codes 

9.1. Fault codes diagnosis version 210 

The background colour             is used to indicate the newly supported or changed fault codes since diagnosis version 207. 
The background colour             is used to indicate the newly supported or changed fault codes since diagnosis version 210. 
The background colour             indicates PLD/MR2 fault codes which are received from the PLD/MR2 control unit and are 
broadcasted by the ADM over J1939. 
 
 

ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

51 / 0 - 12419 Engine Throttle Position Above Measuring Range  
LSCAN-

MR 

51 / 1 - 12420 Engine Throttle Position Below Measuring Range  
LSCAN-

MR 

51 / 2 - 12424 Engine Throttle Position 
Measuring Range Not 
Plausible 

 
LSCAN-

MR 

51 / 2 - 14217 Engine Throttle Position Performance  
LSCAN-

MR 

51 / 3 - 14205 
Engine Throttle Position 
Sensor 

Circuit High  
LSCAN-

MR 

51 / 4 - 14206 
Engine Throttle Position 
Sensor 

Circuit Low  
LSCAN-

MR 

51 / 7 - 12431 Engine Throttle Position Defective  
LSCAN-

MR 

51 / 13 - 14218 Engine Throttle Position Position Not Learned  
LSCAN-

MR 

69 / 9 17309 - Two Speed Axle Switch Abnormal Update Rate  
CAN-
J1939 

69 / 19 17319 - Two Speed Axle Switch 
Received Network Data 
in Error 

 
CAN-
J1939 

70 / 9 17409 - Parking Brake Switch Abnormal Update Rate  
CAN-
J1939 

70 / 19 17419 - Parking Brake Switch 
Received Network Data 
in Error 

 
CAN-
J1939 

84 / 3 10103 - 
Vehicle Speed (C3 or 
J1939) 

Open Circuit - Check wiring 15/03 

84 / 9 10109 - 
Vehicle Speed (C3 or 
J1939) 

Abnormal Update Rate  
CAN-
J1939 

84 / 14 10114 - 
Vehicle Speed (C3 or 
J1939) 

Signal Not Plausible - Check wiring 15/03 

84 / 19 10119 - 
Vehicle Speed (C3 or 
J1939) 

Received Network Data 
in Error 

 
CAN-
J1939 

91 / 0 10200 - 
Accelerator Pedal (AFPS 
or J1939) 

Not Adjusted 

- Restart accelerator pedal 
 adjustment routine 
- Check wiring 
- Limit value idle operation 
 position: 5,0 V 
- Limit value kickdown position: 
 4,9 V 

21/11 

91 / 3 10203 - 
Accelerator Pedal (AFPS 
or J1939) 

Voltage too High 

- Pedal unit exchange, if 
 defective 
- check wiring 
- Limit value idle operation 
 position: 5,0 V 
- Limit value kickdown position: 
 4,9 V 

21/11 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

91 / 4 10204 - 
Accelerator Pedal (AFPS 
or J1939) 

Voltage too Low 

- Pedal unit exchange, if 
 defective 
- Check wiring 
- Limit value idle operation 
 position: 5,0 V 
- Limit value kickdown position: 
 4,9 V 

21/11 

91 / 9 10209 - 
Accelerator Pedal (AFPS 
or J1939) 

Abnormal Update Rate  
CAN-
J1939 

91 / 19 10219 - 
Accelerator Pedal (AFPS 
or J1939) 

Received Network Data 
in Error 

 
CAN-
J1939 

94 / 0 - 11715 Fuel Pressure Circuit High Input  
LSCAN-

MR 

94 / 1 - 11716 Fuel Pressure Circuit Low Input  
LSCAN-

MR 

94 / 2 - 11717 Fuel Pressure Range/Performance  
LSCAN-

MR 

94 / 3 - 13015 Fuel Pressure Open Circuit  
LSCAN-

MR 

94 / 4 - 13016 Fuel Pressure Shorted To Ground  
LSCAN-

MR 

94 / 14 - 11917 Fuel Pressure 
Pressure Too High/Too 
Low 

 
LSCAN-

MR 

96 / 9 17509 - Fuel Level Abnormal Update Rate  
CAN-
J1939 

96 / 19 17519 - Fuel Level 
Received Network Data 
in Error 

 
CAN-
J1939 

98 / 0 10400 - Oil Level (from PLD/MR2) Oil Level too High 

- Oil discharge with to strong 
 overstocking. 
- Remark: This problem can 
 occur also if in PLD/MR2 the 
 false type of oil pan were 
 programmed. 

PLD/MR2 

98 / 1 10401 - Oil Level (from PLD/MR2) Low Oil Level - Refill oil PLD/MR2 

98 / 2 - 12026 Oil Level (from PLD/MR2) 
Oil Level too High or too 
Low 

 
LSCAN-

MR 

98 / 2 - 12403 Oil Level (from PLD/MR2) Oil Level Not Plausible  
LSCAN-

MR 

98 / 2 - 12517 Oil Level (from PLD/MR2) 
Data Erratic, Not 
Plausible 

 
LSCAN-

MR 

98 / 3 - 12516 Oil Level (from PLD/MR2) Voltage Below  
LSCAN-

MR 

98 / 4 - 12515 Oil Level (from PLD/MR2) Voltage Above  
LSCAN-

MR 

98 / 5 - 12509 Oil Level (from PLD/MR2) Open Circuit  
LSCAN-

MR 

98 / 14 10414 - Oil Level (from PLD/MR2) Oil Level too Low 

- Refill oil 
- Remark: This problem can 
 occur also if in PLD/MR2 the 
 false type of oil pan were 
 programmed. 

PLD/MR2 

100 / 1 10501 - 
Oil Pressure (from 
PLD/MR2) 

Low Oil Pressure - Check oil pump and oil circuit PLD/MR2 

100 / 1 - 12021 
Oil Pressure (from 
PLD/MR2) 

Oil Pressure too Low  
LSCAN-

MR 

100 / 2 - 11617 
Oil Pressure (from 
PLD/MR2) 

Range/Performance  
LSCAN-

MR 

100 / 3 - 11615 
Oil Pressure (from 
PLD/MR2) 

High Voltage  
LSCAN-

MR 

100 / 4 - 11616 
Oil Pressure (from 
PLD/MR2) 

Low Voltage  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

100 / 14 10514 - 
Oil Pressure (from 
PLD/MR2) 

Oil Pressure too Low - Check oil pump and oil circuit. PLD/MR2 

100 / 14 - 12020 
Oil Pressure (from 
PLD/MR2) 

Oil Pressure too Low  
LSCAN-

MR 

102 / 0 - 11820 
Turbo Charger/ 
Supercharger 

Overboost Condition  
LSCAN-

MR 

102 / 1 - 11818 
Turbo Charger/ 
Supercharger 

Boost System 
Performance 

 
LSCAN-

MR 

102 / 2 - 11417 
Turbo Charger/ 
Supercharger 

Boost Sensor “A” Circuit 
Range/Performance 

 
LSCAN-

MR 

102 / 3 - 11415 
Turbo Charger/ 
Supercharger 

Boost Sensor “A” Circuit 
High 

 
LSCAN-

MR 

102 / 4 - 11416 
Turbo Charger/ 
Supercharger 

Boost Sensor “A” Circuit 
Low 

 
LSCAN-

MR 

102 / 7 - 11876 
Turbo Charger/ 
Supercharger 

Boost System 
Performance 

 
LSCAN-

MR 

102 / 7 - 11878 
Turbo Charger/ 
Supercharger 

Bypass Valve – 
Mechanical 

 
LSCAN-

MR 

102 / 13 - 11873 
Turbo Charger/ 
Supercharger 

Underboost, Control at 
Limit 

 
LSCAN-

MR 

102 / 13 - 11874 
Turbo Charger/ 
Supercharger 

Underboost, Control 
Deviation too High 

 
LSCAN-

MR 

102 / 13 - 11875 
Turbo Charger/ 
Supercharger 

Boost System 
Performance 

 
LSCAN-

MR 

103 / 3 - 12616 
Turbo Charger Speed 
Sensor 

Circuit Low  
LSCAN-

MR 

103 / 4 - 12615 
Turbo Charger Speed 
Sensor 

Circuit High  
LSCAN-

MR 

103 / 7 - 12612 
Turbo Charger Speed 
Sensor 

Signal Timeout, no 
revolution on charger 1 

 
LSCAN-

MR 

105 / 0 - 11822 Intake Air Temperature Temperature Too high  
LSCAN-

MR 

105 / 3 - 11215 
Intake Air Temperature 
Sensor 1 

Circuit High  
LSCAN-

MR 

105 / 4 - 11216 
Intake Air Temperature 
Sensor 1 

Circuit Low  
LSCAN-

MR 

107 / 0 10800 - Air Filter Sensor (LF_SE) 
Differential Pressure too 
High 

- Check wiring. 15/08 

107 / 3 10803 - Air Filter Sensor (LF_SE) Open Circuit - Check wiring. 15/08 

107 / 4 10804 - Air Filter Sensor (LF_SE) Short Circuit to Ground - Check wiring. 15/08 

110 / 0 - 12122 
Coolant Temperature 
(from PLD/MR2) 

High Coolant 
Temperature 

- Cooling-water level and 
cooling circuit 
 check. 

LSCAN-
MR 

110 / 3 - 11515 
Coolant Temperature 
(from PLD/MR2) 

Sensor 1 Circuit High  
LSCAN-

MR 

110 / 4 - 11516 
Coolant Temperature 
(from PLD/MR2) 

Sensor 1 Circuit Low  
LSCAN-

MR 

110 / 14 10914 - 
Coolant Temperature 
(from PLD/MR2) 

Coolant Temperature too 
High 

- Cooling-water level and 
cooling circuit 
 check. 

PLD/MR2 

111 / 1 11001 - 
Coolant Level Sensor 
(KW_SE) 

Low Coolant Level 
- Refill coolant 
- Check wiring 

15/07 

111 / 3 11003 - 
Coolant Level Sensor 
(KW_SE) 

Open Circuit 
- Check wiring 
- Voltage must be larger than 
2,0 V. 

15/07 

111 / 4 11004 - 
Coolant Level Sensor 
(KW_SE) 

Short Circuit to Ground - Check wiring. 15/07 

111 / 14 11014 - 
Coolant Level Sensor 
(KW_SE) 

Coolant Level too Low 
- Refill coolant 
- Check wiring 

15/07 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

158 / 0 11100 - 
Battery Voltage Switched 
(Terminal 15) 

Over Voltage 
- Check battery voltage 
- Check parameter 2/08 
 (24V/12V selection) 

21/02 

158 / 1 11101 - 
Battery Voltage Switched 
(Terminal 15) 

Under Voltage 
- Check battery voltage 
- Check parameter 2/08 
 (24V/12V selection) 

21/02 

158 / 2 - 12219 
Battery Voltage Switched 
(Terminal 15) 

Inconsistent  
LSCAN-

MR 

158 / 14 - 12319 
Battery Voltage Switched 
(Terminal 15) 

Starter Switch 
Inconsistent 

 
LSCAN-

MR 

161 / 9 17609 - 
Transmission Input Shaft 
Speed 

Abnormal Update Rate  
CAN-
J1939 

161 / 19 17619 - 
Transmission Input Shaft 
Speed 

Received Network Data 
in Error 

 
CAN-
J1939 

168 / 3 - 17542 System Voltage Voltage High  
LSCAN-

MR 

168 / 4 - 17543 System Voltage Voltage Low  
LSCAN-

MR 

171 / 2 - 13617 Ambient Air Temperature 
Sensor Circuit 
Range/Performance 

 
LSCAN-

MR 

171 / 3 16603 - Ambient Air Temperature Voltage too High 

- Check wiring 
- Input Pin depending on 
 configuration of parameter 
 13/39 

21/11, 
18/18, 
15/08 

171 / 4 16604 - Ambient Air Temperature Voltage too Low 

- Check wiring 
- Input Pin depending on 
 configuration of parameter 
 13/39 

21/11, 
18/18, 
15/08 

171 / 9 16609 - Ambient Air Temperature Abnormal Update Rate  
CAN-
J1939 

171 / 9 - 13604 Ambient Air Temperature Lost Message  
LSCAN-

MR 

171 / 19 16619 - Ambient Air Temperature 
Received Network Data 
in Error 

 
CAN-
J1939 

173 / 0 - 12406 
Engine Exhaust Gas 
Temperature 

Above Nominal Value  
LSCAN-

MR 

173 / 15 - 12429 
Engine Exhaust Gas 
Temperature 

Too High  
LSCAN-

MR 

174 / 3 - 11115 
Fuel Temperature Sensor 
“A” 

Circuit High Input  
LSCAN-

MR 

174 / 4 - 11116 
Fuel Temperature Sensor 
“A” 

Circuit Low Input  
LSCAN-

MR 

175 / 3 - 11015 
Engine Oil Temperature 
Sensor 

Circuit High  
LSCAN-

MR 

175 / 4 - 11016 
Engine Oil Temperature 
Sensor 

Ciruit Low  
LSCAN-

MR 

190 / 0 - 10530 Engine Speed 
Engine Overspeed 
Condition 

 
LSCAN-

MR 

191 / 9 17709 - 
Transmission Output 
Shaft Speed 

Abnormal Update Rate  
CAN-
J1939 

191 / 19 17719 - 
Transmission Output 
Shaft Speed 

Received Network Data 
in Error 

 
CAN-
J1939 

354 / 3 - 13415 
Ambient Air Combi 
Sensor, Part Humidity 

Circuit High  
LSCAN-

MR 

354 / 4 - 13416 
Ambient Air Combi 
Sensor, Part Humidity 

Circuit Low  
LSCAN-

MR 

523 / 9 17809 - 
Transmission Current 
Gear 

Abnormal Update Rate  
CAN-
J1939 

523 / 19 17819 - 
Transmission Current 
Gear 

Received Network Data 
in Error 

 
CAN-
J1939 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

524 / 9 17909 - 
Transmission Selected 
Gear 

Abnormal Update Rate  
CAN-
J1939 

524 / 19 17919 - 
Transmission Selected 
Gear 

Received Network Data 
in Error 

 
CAN-
J1939 

558 / 1 11701 - 
Accelerator Pedal Idle  
Switch (GAS1 + GAS2 or 
J1939) 

Both Signals Equal but 
Should Not 

- Check wiring 
21/12 
and 

21/13 

558 / 5 11705 - 
Accelerator Pedal Idle 
Switch (GAS1 + GAS2 or 
J1939) 

Both Switches Open 
Circuit 

- Check wiring 
- Pedal unit exchange, if 
defective 

21/12 
and 

21/13 

558 / 9 11709 - 
Accelerator Pedal Idle 
Switch (GAS1 + GAS2 or 
J1939) 

Abnormal Update Rate  
CAN-
J1939 

558 / 12 11712 - 
Accelerator Pedal Idle 
Switch (GAS1 + GAS2 or 
J1939) 

Both Switches Closed 
- check wiring 
- Pedal unit exchange, if 
defective 

21/12 
and 

21/13 

558 / 19 11719 - 
Accelerator Pedal Idle 
Switch (GAS1 + GAS2 or 
J1939) 

Received Network Data 
in Error 

 
CAN-
J1939 

559 / 9 18009 - 
Accelerator Pedal 
Kickdown Switch 

Abnormal Update Rate  
CAN-
J1939 

559 / 19 18019 - 
Accelerator Pedal 
Kickdown Switch 

Received Network Data 
in Error 

 
CAN-
J1939 

573 / 9 18109 - 
Transmission Torque 
Converter Lockup 
Engaged 

Abnormal Update Rate  
CAN-
J1939 

573 / 19 18119 - 
Transmission Torque 
Converter Lockup 
Engaged 

Received Network Data 
in Error 

 
CAN-
J1939 

574 / 9 18209 - 
Transmission Shift In 
Process 

Abnormal Update Rate  
CAN-
J1939 

574 / 19 18219 - 
Transmission Shift In 
Process 

Received Network Data 
in Error 

 
CAN-
J1939 

596 / 9 18309 - 
Cruise Control Enable 
Switch 

Abnormal Update Rate  
CAN-
J1939 

596 / 19 18319 - 
Cruise Control Enable 
Switch 

Received Network Data 
in Error 

 
CAN-
J1939 

597 / 9 18409 - Brake Switch Abnormal Update Rate  
CAN-
J1939 

597 / 19 18419 - Brake Switch 
Received Network Data 
in Error 

 
CAN-
J1939 

598 / 9 18509 - Clutch Switch Abnormal Update Rate  
CAN-
J1939 

598 / 19 18519 - Clutch Switch 
Received Network Data 
in Error 

 
CAN-
J1939 

599 / 9 11809 - 
Cruise Control Switch 
CC- (Set + Coast) 

Abnormal Update Rate 
(Set Switch) 

 
CAN-
J1939 

599 / 12 11812 - 
Cruise Control Switch 
CC- (Set + Coast) 

Both Switches CC- and 
CC+ Closed 

- Check wiring 
- Check cruise control switch 

18/04 
and 

18/05 

599 / 14 11814 - 
Cruise Control Switch 
CC- (Set + Coast) 

Plausibility Check Failed 
(Check Stalk Switch 
Wiring) 

- Check wiring of stalk switch 
- Check parameter 13/37 

18/04 
and 

12/07 

599 / 19 11819 - 
Cruise Control Switch 
CC- (Set + Coast) 

Received Network Data 
in Error 

 
CAN-
J1939 

600 / 9 18609 - 
Cruise Control Coast 
(Decelerate) Switch 

Abnormal Update Rate  
CAN-
J1939 

600 / 19 18619 - 
Cruise Control Coast 
(Decelerate) Switch 

Received Network Data 
in Error 

 
CAN-
J1939 

601 / 9 11909 - 
Cruise Control Switch 
CC+ (Res + Acc) 

Abnormal Update Rate 
(Resume Switch) 

 
CAN-
J1939 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

601 / 12 11912 - 
Cruise Control Switch 
CC+ (Res + Acc) 

Both Switches CC+ and 
CC- Closed 

- Check wiring 
- Check cruise control switch 

18/04 
and 

18/05 

601 / 14 11914 - 
Cruise Control Switch 
CC+ (Res + Acc) 

Plausibility Check Failed 
(Check Stalk Switch 
Wiring) 

- Check wiring of stalk switch 
- Check parameter 13/37 

18/05 
and 

12/07 

601 / 19 11919 - 
Cruise Control Switch 
CC+ (Res + Acc) 

Received Network Data 
in Error 

 
CAN-
J1939 

602 / 9 18709 - 
CCVS Cruise Control 
Accelerate Switch 

Abnormal Update Rate or 
Signal Not Available 

 
CAN-
J1939 

602 / 19 18719 - 
CCVS Cruise Control 
Accelerate Switch 

Received Network Data 
in Error 

 
CAN-
J1939 

609 / 0 - 19960 Anti Theft Device 
Immobilizer Number of 
Keys Limited to 8 

 
LSCAN-

MR 

609 / 2 12002  PLD/MR2 Error Unknown Cause - Check PLD/MR2 Error Codes PLD/MR2 

609 / 2 - 19963 Anti Theft Device 
Immobilizer TPC Signal 
Error CAN 

 
LSCAN-

MR 

609 / 2 - 19965 Anti Theft Device 
Incorrect Immobilizer  
Key 

 
LSCAN-

MR 

609 / 9 - 19964 Anti Theft Device 
Immobilizer TPC Signal 
Error Starter Line 

 
LSCAN-

MR 

609 / 11 - 14056 PLD/MR2 
Data Map Manipulated, 
Control Module 
Performance 

 
LSCAN-

MR 

609 / 11 - 14058 PLD/MR2 
Data Map Manipulated, 
Control Module 
Programming Error 

 
LSCAN-

MR 

609 / 11 - 19962 Anti Theft Device 
Immobilizer Automatically 
Activated 

 
LSCAN-

MR 

609 / 12 - 11315 
PLD/MR2  Barometric 
Pressure Circuit 

Open Circuit  
LSCAN-

MR 

609 / 12 - 11316 
PLD/MR2  Barometric 
Pressure Circuit 

Shorted to Ground  
LSCAN-

MR 

609 / 12 - 12401 PLD/MR2 
Auxiliary Voltage 8,5V 
Defective 

 
LSCAN-

MR 

609 / 12 - 12402 PLD/MR2 Common Internal Error  
LSCAN-

MR 

609 / 12 - 14024 PLD/MR2 
Limp Home Controller / 
Controller #2 Defective 

 
LSCAN-

MR 

609 / 12 - 14034 PLD/MR2 
High Side Driver PVB1 
Defective 

 
LSCAN-

MR 

609 / 12 - 14035 PLD/MR2 
High Side Driver PVB2 
Defective 

 
LSCAN-

MR 

609 / 12 - 14036 PLD/MR2 
High Side Driver PV5 
Defective 

 
LSCAN-

MR 

609 / 12 - 14038 PLD/MR2 
Starter Driver Defective 
(Redundant) 

 
LSCAN-

MR 

609 / 12 - 14039 PLD/MR2 
Starter Driver Defective 
(Main) 

 
LSCAN-

MR 

609 / 12 - 14040 PLD/MR2 Diagnosis Starter Error  
LSCAN-

MR 

609 / 12 - 14041 PLD/MR2 Diagnosis Starter Error  
LSCAN-

MR 

609 / 12 - 14054 PLD/MR2 
Low Speed CAN Data 
Error 

 
LSCAN-

MR 

609 / 12 - 14262 PLD/MR2 Wrong Boot Block  
LSCAN-

MR 

609 / 12 - 14296 PLD/MR2 Bootloader 
Application Software 
Defective 

 
LSCAN-

MR 

609 / 12 - 14297 PLD/MR2 Bootloader Flash Memory Defective  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

609 / 12 - 14298 PLD/MR2 Bootloader Flash Not Erasable  
LSCAN-

MR 

609 / 12 - 14299 PLD/MR2 Bootloader 
No Application Software 
In Flash 

 
LSCAN-

MR 

609 / 12 - 18039 
PLD/MR2 Starter Relay 
Circuit 

Shorted (Main or 
Redundant) 

 
LSCAN-

MR 

609 / 13 - 12400 PLD/MR2 
No. Of Cylinders Not 
Corresponding To Engine 
Type 

 
LSCAN-

MR 

609 / 14 - 14037 PLD/MR2 Program Wrong No. of Cylinders  
LSCAN-

MR 

609 / 14 - 14047 PLD/MR2 Program Set of Maps Error  
LSCAN-

MR 

609 / 14 - 14048 PLD/MR2 Program Wrong No. of Cylinders  
LSCAN-

MR 

609 / 14 - 14049 PLD/MR2 Program PWM Calibration  
LSCAN-

MR 

609 / 14 - 14050 PLD/MR2 Program Wrong Hardware  
LSCAN-

MR 

609 / 14 - 14051 PLD/MR2 Program EEPROM Checksum 1  
LSCAN-

MR 

609 / 14 - 14052 PLD/MR2 Program EEPROM Checksum 2  
LSCAN-

MR 

609 / 14 - 14053 PLD/MR2 Program EEPROM Checksum 3  
LSCAN-

MR 

609 / 14 - 14269 
Euromot3b / Tier4i 
Engine Control Module 

Chassis Control Module 
Mismatch 

New Since Version 10.00 
LSCAN-

MR 

609 / 14 - 19961 Anti Theft Device 
Immobilizer Response 
Counter Flow 

 
LSCAN-

MR 

611 / 4 - 16506 Oil Separator Circuit Low  
LSCAN-

MR 

611 / 12 - 16564 Oil Separator Circuit High  
LSCAN-

MR 

620 / 3 12103 - 
Supply Analog 
Accelerator Pedal (AFP+) 

Voltage too High - Supply voltage > 5,2 V. 21/09 

620 / 4 12104 - 
Supply Analog 
Accelerator Pedal (AFP+) 

Voltage too Low - Supply voltage < 4,8 V. 21/09 

625 / 2 12202 - 
CAN Link ADM3 – 
PLD/MR2 

No Communication with 
PLD/MR2 

- Check wiring (engine CAN) 
- Check configuration: PLD/MR2 
 parameter (../..) and ADM3 
 parameter 01/01 to be set to 
 equal functionality  (One wire 
 capability) 

- 

625 / 2 - 10102 
CAN Link ADM3 – 
PLD/MR2 

Invalid Data Received - Check wiring (engine CAN) 
LSCAN-

MR 

625 / 2 - 10104 
CAN Link ADM3 – 
PLD/MR2 

No Communication - Check wiring (engine CAN) 
LSCAN-

MR 

625 / 14 - 10100 
CAN Link ADM3 – 
PLD/MR2 

CAN B Bus (+) Circuit - Check wiring (engine CAN) 
LSCAN-

MR 

625 / 14 - 10101 
CAN Link ADM3 – 
PLD/MR2 

CAN B Bus (-) Circuit - Check wiring (engine CAN) 
LSCAN-

MR 

625 / 14 - 10149 PLD/MR2 
Control Module Vehicle 
Options Error 

 
LSCAN-

MR 

630 / 2 - 14092 Control Module Module Performance  
LSCAN-

MR 

630 / 9 - 14149 Control Module Vehicle Options Error 
- Check Engine Brake 
 Parameters 

LSCAN-
MR 

632 / 5 - 12430 
Fuel Shutoff Valve "A" 
Control 

Circuit Open  
LSCAN-

MR 

636 / 1 - 10310 
Crankshaft Position 
Sensor “A” 

Circuit 
Range/Perforamnce 

 
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

636 / 3 - 10309 
Crankshaft Position 
Sensor “A” 

Open Circuit  
LSCAN-

MR 

636 / 4 - 10308 
Crankshaft Position 
Sensor “A” 

Low Input  
LSCAN-

MR 

636 / 7 - 10311 Crankshaft Position 
Camshaft Position 
Correlation (Bank 1 
Sensor) 

 
LSCAN-

MR 

636 / 8 - 10312 
Crankshaft Position 
Sensor “A” Circuit 

Time Out  
LSCAN-

MR 

636 / 14 - 10313 
Crankshaft Position 
Sensor “A” 

Polarity Error  
LSCAN-

MR 

639 / 2 14902 - SAE J1939 Interface 
At Least One J1939 
Message is Missing 

- Check wiring 
- Check other Control Units on 
J1939 

CAN-
J1939 

651 / 5 - 15027 Injector Cylinder 1 Open Ciruit  
LSCAN-

MR 

651 / 6 - 15028 Injector Cylinder 1 Shorted Circuit  
LSCAN-

MR 

651 / 7 - 15026 Injector Cylinder 1 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 

651 / 12 - 19044 Injector Cylinder 1 Idle Control At Limit  
LSCAN-

MR 

651 / 14 - 19045 Injector Cylinder 1 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

652 / 5 - 15127 Injector Cylinder 2 Open Circuit  
LSCAN-

MR 

652 / 6 - 15128 Injector Cylinder 2 Shorted Circuit  
LSCAN-

MR 

652 / 7 - 15126 Injector Cylinder 2 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 

652 / 12 - 19144 Injector Cylinder 2 Idle Control At Limit  
LSCAN-

MR 

652 / 14 - 19145 Injector Cylinder 2 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

653 / 5 - 15227 Injector Cylinder 3 Open Circuit  
LSCAN-

MR 

653 / 6 - 15228 Injector Cylinder 3 Shorted Circuit  
LSCAN-

MR 

653 / 7 - 15226 Injector Cylinder 3 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 

653 / 12 - 19244 Injector Cylinder 3 Idle Control At Limit  
LSCAN-

MR 

653 / 14 - 19245 Injector Cylinder 3 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

654 / 5 - 15327 Injector Cylinder 4 Open Circuit  
LSCAN-

MR 

654 / 6 - 15328 Injector Cylinder 4 Shorted Circuit  
LSCAN-

MR 

654 / 7 - 15326 Injector Cylinder 4 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 

654 / 12 - 19344 Injector Cylinder 4 Idle Control At Limit  
LSCAN-

MR 

654 / 14 - 19345 Injector Cylinder 4 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

655 / 5 - 15427 Injector Cylinder 5 Open Circuit  
LSCAN-

MR 

655 / 6 - 15428 Injector Cylinder 5 Shorted Circuit  
LSCAN-

MR 

655 / 7 - 15426 Injector Cylinder 5 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

655 / 12 - 19444 Injector Cylinder 5 Idle Control At Limit  
LSCAN-

MR 

655 / 14 - 19445 Injector Cylinder 5 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

656 / 5 - 15527 Injector Cylinder 6 Open Circuit  
LSCAN-

MR 

656 / 6 - 15528 Injector Cylinder 6 Shorted Circuit  
LSCAN-

MR 

656 / 7 - 15526 Injector Cylinder 6 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 

656 / 12 - 19544 Injector Cylinder 6 Idle Control At Limit  
LSCAN-

MR 

656 / 14 - 19545 Injector Cylinder 6 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

657 / 5 - 15627 Injector Cylinder 7 Open Circuit  
LSCAN-

MR 

657 / 6 - 15628 Injector Cylinder 7 Shorted Circuit  
LSCAN-

MR 

657 / 7 - 15626 Injector Cylinder 7 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 

657 / 12 - 19644 Injector Cylinder 7 Idle Control At Limit  
LSCAN-

MR 

657 / 14 - 19645 Injector Cylinder 7 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

658 / 5 - 15727 Injector Cylinder 8 Open Circuit  
LSCAN-

MR 

658 / 6 - 15728 Injector Cylinder 8 Shorted Circuit  
LSCAN-

MR 

658 / 7 - 15726 Injector Cylinder 8 
Injection Timing, No 
Plunger 

 
LSCAN-

MR 

658 / 12 - 19744 Injector Cylinder 8 Idle Control At Limit  
LSCAN-

MR 

658 / 14 - 19745 Injector Cylinder 8 
Cylinder Correction At 
Limit 

 
LSCAN-

MR 

677 / 3 - 18005 
Output Relay 1 
(PLD/MR2) 

Starter Relay Shorted To 
High 

 
LSCAN-

MR 

677 / 3 13303 - Output Relay 1 (REL 1) Open Circuit 
- Check wiring 
- Check relay 1 

15/12 

677 / 4 13304 - Output Relay 1 (REL 1) Short Circuit to Ground 
- Check wiring 
- Check relay 1 

15/12 

677 / 5 - 18009 
Output Relay 1 
(PLD/MR2) 

Starter Relay Open 
Circuit 

 
LSCAN-

MR 

677 / 6 - 18008 
Output Relay 1 
(PLD/MR2) 

Starter Relay Shorted To 
Ground 

 
LSCAN-

MR 

677 / 7 - 18086 
Output Relay 1 
(PLD/MR2) 

Starter Stick, Does not 
Engage 

 
LSCAN-

MR 

677 / 14 - 18033 
Output Relay 1 
(PLD/MR2) 

Starter Relay Stick  
LSCAN-

MR 

697 / 3 - 17007 Proportional Valve 1 Circuit High  
LSCAN-

MR 

697 / 3 - 17705 
Proportional Valve 
Bank 1 

Shorted To Battery 
Voltage Bank 1 

 
LSCAN-

MR 

697 / 4 - 17708 
Proportional Valve 
Bank 1 

Shorted To Ground 
Bank 1 

 
LSCAN-

MR 

697 / 5 - 12425 
Proportional Valve 
Bank 1 

Open Circuit  
LSCAN-

MR 

697 / 5 - 17009 Proportional Valve 1 Open Circuit  
LSCAN-

MR 

697 / 6 - 17006 Proportional Valve 1 Shorted To Ground  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

698 / 3 - 17305 Proportional Valve 2 
Shorted To Battery 
Voltage 

 
LSCAN-

MR 

698 / 3 - 17307 Proportional Valve 2 
Shorted To Battery 
Voltage 

 
LSCAN-

MR 

698 / 5 - 12426 
Proportional Valve 
Bank 2 

Open Circuit  
LSCAN-

MR 

698 / 5 - 17309 Proportional Valve 2 Open Circuit  
LSCAN-

MR 

698 / 5 - 17317 Proportional Valve 2 Open Circuit  
LSCAN-

MR 

698 / 6 - 17306 Proportional Valve 2 Shorted To Ground  
LSCAN-

MR 

699 / 3 - 17107 Proportional Valve 3 
Shorted To Battery 
Voltage 

 
LSCAN-

MR 

699 / 5 - 17109 Proportional Valve 3 Open Circuit  
LSCAN-

MR 

699 / 6 - 17106 Proportional Valve 3 Shorted To Ground  
LSCAN-

MR 

700 / 3 - 17207 Proportional Valve 4 
Shorted To Battery 
Voltage 

 
LSCAN-

MR 

700 / 5 - 17209 Proportional Valve 4 Open Circuit  
LSCAN-

MR 

700 / 6 - 17206 Proportional Valve 4 Shorted To Ground  
LSCAN-

MR 

705 / 3 - 12411 Proportional Valve 5 
CNG Lock Valve Shorted 
To Battery Voltage 

 
LSCAN-

MR 

705 / 3 - 17405 Proportional Valve 5 
Shorted To Battery 
Voltage 

 
LSCAN-

MR 

705 / 3 - 17805 
Proportional Valve 
Bank 2 

Shorted To Battery 
Voltage 

 
LSCAN-

MR 

705 / 4 - 12412 Proportional Valve 5 
CNG Lock Valve Shorted 
To Ground 

 
LSCAN-

MR 

705 / 4 - 17408 Proportional Valve 5 Shorted To Ground  
LSCAN-

MR 

705 / 4 - 17808 
Proportional Valve 
Bank 2 

Shorted To Ground  
LSCAN-

MR 

706 / 3 - 17609 Proportional Valve 6 Open Circuit  
LSCAN-

MR 

706 / 5 - 17607 Proportional Valve 6 
Shorted To Battery 
Voltage 

 
LSCAN-

MR 

706 / 6 - 17606 Proportional Valve 6 Shorted To Ground  
LSCAN-

MR 

723 / 3 - 10409 
Camshaft Position 
Sensor “A” (Bank 1 or 
Single Sensor) 

Open Circuit  
LSCAN-

MR 

723 / 4 - 10408 
Camshaft Position 
Sensor “A” (Bank 1 or 
Single Sensor) 

Shorted To Ground  
LSCAN-

MR 

723 / 8 - 10412 
Camshaft Position 
Sensor “A” (Bank 1 or 
Single Sensor) 

Time Out  
LSCAN-

MR 

723 / 14 - 10413 
Camshaft Position 
Sensor “A” (Bank 1 or 
Single Sensor) 

Polarity Error, Pins 
Swapped 

 
LSCAN-

MR 

729 / 3 14003 - 
Intake Air Heater 
(MBR_KD) 

Open Circuit 
- Check wiring 
- Check solenoid valve 

15/10 

729 / 4 14004 - 
Intake Air Heater 
(MBR_KD) 

Short Circuit to Ground 
- Check wiring 
- Check solenoid valve 

15/10 

729 / 5 - 16409 
Intake Air Heater 
(PLD/MR2) 

Circuit Open  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

729 / 12 - 16432 
Intake Air Heater 
(PLD/MR2)  

Circuit Universal Troubles  
LSCAN-

MR 

730 / 0 13900 - Output Relay 2 (REL 2) 

Grid Heater: No 
Increasing Boost 
Temperature After 
Activation 

- Check wiring 
- Check relay 2 
- Check grid heater 

15/09 

730 / 1 13901 - Output Relay 2 (REL 2) 
Relay Permanently 
Closed (Grid Heater) 

- Check wiring 
- Check relay 2 

15/09 

730 / 2 13902 - Output Relay 2 (REL 2) 
Relay Permanently Open 
(Grid Heater) 

- Check wiring 
- Check relay 2 

15/09 

730 / 3 13903 - Output Relay 2 (REL 2) 
Voltage too High when 
Activated 

- Check wiring 15/09 

730 / 4 13904 - Output Relay 2 (REL 2) 
Voltage too Low when 
Activated 

- Check wiring 
- Check relay 2 

15/09 

870 / 3 - 14223 SCR Diffusor Heating Circuit High  
LSCAN-

MR 

870 / 3 - 14270 
Heater Regeneration 
System 

Circuit High  
LSCAN-

MR 

870 / 4 - 14222 SCR Diffusor Heating Circuit Low  
LSCAN-

MR 

870 / 4 - 14269 
Heater Regeneration 
System 

Circuit Low  
LSCAN-

MR 

870 / 5 - 14221 SCR Diffusor Heating Circuit Open  
LSCAN-

MR 

904 / 9 18809 - Front Axle Speed Abnormal Update Rate  
CAN-
J1939 

904 / 19 18819 - Front Axle Speed 
Received Network Data 
in Error 

 
CAN-
J1939 

925 / 3 - 17905 
SCR Module Proportional 
Valve Bank 

Circuit High  
LSCAN-

MR 

925 / 4 - 17908 
SCR Module Proportional 
Valve Bank 

Circuit Low  
LSCAN-

MR 

973 / 9 18909 - 
Engine Retarder 
Selection 

Abnormal Update Rate  
CAN-
J1939 

973 / 19 18919 - 
Engine Retarder 
Selection 

Received Network Data 
in Error 

 
CAN-
J1939 

974 / 2 14202 - 
Remote Throttle Pedal 
(HFG) 

Supply Voltage Out of 
Range (Pin HFG+) 

- Limit values for the supply 
voltage of the 
 HFG: 
 Minimum value: 4,8 V and 
 maximum value: 5,2 V. 

18/17 

974 / 3 14203 - 
Remote Throttle Pedal 
(HFG) 

Voltage too High 
- Check wiring 
- Check remote pedal 

18/18 

974 / 4 14204 - 
Remote Throttle Pedal 
(HFG) 

Voltage too Low 
- Check wiring 
- Check remote pedal 

18/18 

986 / 1 - 10631 Fan Speed Speed Too Low  
LSCAN-

MR 

986 / 9 - 10612 Fan Speed Time Out  
LSCAN-

MR 

986 / 9 - 17112 Fan Speed Time Out  
LSCAN-

MR 

1004 / 3 14403 - Output Relay 4 (REL 4) Open Circuit 
- Check wiring 
- Check relay 4 

18/01 

1004 / 4 14404 - Output Relay 4 (REL 4) Short Circuit to Ground 
- Check wiring 
- Check relay   

18/01 

1005 / 3 14503 - 
Output PWM Pedal 
Supply or Transmission 
(FP+) 

Open Circuit - Check wiring. 15/05 

1005 / 4 14504 - 
Output PWM Pedal 
Supply or Transmission 
(FP+) 

Short Circuit to Ground - Check wiring. 15/05 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

1015 / 1 15001 - 
PWM Accelerator Pedal 
(PWM FFG) 

No Supply Voltage at Pin 
FP+ 

- Check wiring 15/05 

1015 / 3 15003 - 
PWM Accelerator Pedal 
(PWM FFG) 

No Signal at Path 2 
(GAS2) 

- Check wiring 
- Pins 21/13, 15/05 , 21/14. 

 

1015 / 4 15004 - 
PWM Accelerator Pedal 
(PWM FFG) 

No Signal at Path 1 
(GAS1) 

- Check wiring 
- Pins 21/12, 15/05 , 21/14  

 

1015 / 5 15005 - 
PWM Accelerator Pedal 
(PWM FFG) 

Not Adjusted 
- Restart accelerator pedal 
adjustment 
 routine 

- 

1015 / 6 15006 - 
PWM Accelerator Pedal 
(PWM FFG) 

Idle Position Out of 
Adjusted Range 

- Restart accelerator pedal 
adjustment 
 routine 

- 

1015 / 7 15007 - 
PWM Accelerator Pedal 
(PWM FFG) 

Out of Adjusted Range 
- Restart accelerator pedal 
adjustment 
 routine 

- 

1072 / 3 10003 - 
Decompression Brake 
Valve (MBR_KD) 

Open Circuit 
- Check wiring 
- Check solenoid valve 

15/10 

1072 / 4 10004 - 
Decompression Brake 
Valve (MBR_KD) 

Short Circuit to Ground 
- Check wiring 
- Check solenoid valve 

15/10 

1074 / 3 14603 - 
Exhaust Brake Valve 
(MBR_BK) 

Open Circuit 
- Check wiring 
- Check exhaust brake valve 

15/06 

1074 / 3 - 14256 
Exhaust Brake Valve 
(PLD/MR2) 

Circuit High  
LSCAN-

MR 

1074 / 4 14604 - 
Exhaust Brake Valve 
(MBR_BK) 

Short Circuit to Ground 
- Check wiring 
- Check exhaust brake valve 

15/06 

1074 / 4 - 14255 
Exhaust Brake Valve 
(PLD/MR2) 

Circuit Low  
LSCAN-

MR 

1074 / 5 - 14257 
Exhaust Brake Valve 
(PLD/MR2) 

Circuit Open  
LSCAN-

MR 

1074 / 12 - 14254 
Exhaust Brake Valve 
(PLD/MR2) 

Performance  
LSCAN-

MR 

1127 / 1 - 14259 
Intake Throttle 
Turbocharger 

Underboost  
LSCAN-

MR 

1132 / 3 - 13115 
Intake Air Temperature 
Sensor 2 

Circuit High  
LSCAN-

MR 

1132 / 4 - 13116 
Intake Air Temperature 
Sensor 2 

Circuit Low  
LSCAN-

MR 

1136 / 0 - 14273 Engine ECU Temperature Temperature too High  
LSCAN-

MR 

1136 / 1 - 14274 Engine ECU Temperature Temperature too Low  
LSCAN-

MR 

1184 / 0 - 14422 
Engine Turbocharger 1 
Turbine Outlet 
Tempeature 

Temperature Too High  
LSCAN-

MR 

1184 / 2 - 14263 
Engine Turbocharger 1 
Turbine Outlet 
Tempeature 

Not Plausible  
LSCAN-

MR 

1184 / 3 - 14415 
Engine Turbocharger 1 
Turbine Outlet 
Tempeature 

Circuit High  
LSCAN-

MR 

1184 / 4 - 14416 
Engine Turbocharger 1 
Turbine Outlet 
Tempeature 

Circuit Low  
LSCAN-

MR 

1213 / 12 - 16327 
Malfunction Indicator 
Lamp (MIL) 

Control Circuit  
LSCAN-

MR 

1227 / 7 - 14261 Constant Throttle System System Performance  
LSCAN-

MR 

1231 / 9 - 10204 
High Speed CAN 
Communication Bus 

Lost Communication  
LSCAN-

MR 

1268 / 3 - 12432 Engine Ignition Coil #1 Circuit High  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

1268 / 4 - 12433 Engine Ignition Coil #1 Circuit Low  
LSCAN-

MR 

1268 / 5 - 12434 Engine Ignition Coil #1 Open Circuit  
LSCAN-

MR 

1269 / 3 - 12435 Engine Ignition Coil #2 Circuit High  
LSCAN-

MR 

1269 / 4 - 12436 Engine Ignition Coil #2 Circuit Low  
LSCAN-

MR 

1269 / 5 - 12437 Engine Ignition Coil #2 Open Circuit  
LSCAN-

MR 

1270 / 3 - 12438 Engine Ignition Coil #3 Circuit High  
LSCAN-

MR 

1270 / 4 - 12439 Engine Ignition Coil #3 Circuit Low  
LSCAN-

MR 

1270 / 5 - 12440 Engine Ignition Coil #3 Open Circuit  
LSCAN-

MR 

1271 / 3 - 12441 Engine Ignition Coil #4 Circuit High  
LSCAN-

MR 

1271 / 4 - 12442 Engine Ignition Coil #4 Circuit Low  
LSCAN-

MR 

1271 / 5 - 12443 Engine Ignition Coil #4 Open Circuit  
LSCAN-

MR 

1272 / 3 - 12444 Engine Ignition Coil #5 Circuit High  
LSCAN-

MR 

1272 / 4 - 12445 Engine Ignition Coil #5 Circuit Low  
LSCAN-

MR 

1272 / 5 - 12446 Engine Ignition Coil #5 Open Circuit  
LSCAN-

MR 

1273 / 3 - 12447 Engine Ignition Coil #6 Circuit High  
LSCAN-

MR 

1273 / 4 - 12448 Engine Ignition Coil #6 Circuit Low  
LSCAN-

MR 

1273 / 5 - 12449 Engine Ignition Coil #6 Open Circuit  
LSCAN-

MR 

1387 / 2 - 18417 
Reductant Pressure 
Sensor 

Circuit 
Range/Performance 

 
LSCAN-

MR 

1387 / 3 - 18415 
Reductant Pressure 
Sensor 

Circuit High  
LSCAN-

MR 

1387 / 4 - 18416 
Reductant Pressure 
Sensor 

Circuit Low  
LSCAN-

MR 

1390 / 0 - 12409 
Engine Fuel Valve 1 Inlet 
Absolute Pressure 

Above Measuring Range  
LSCAN-

MR 

1390 / 1 - 12410 
Engine Fuel Valve 1 Inlet 
Absolute Pressure 

Below Measuring Range  
LSCAN-

MR 

1390 / 17 - 12408 
Engine Fuel Valve 1 Inlet 
Absolute Pressure 

Too Low  
LSCAN-

MR 

1623 / 9 19009 - 
Tachograph Output Shaft 
Speed 

Abnormal Update Rate  
CAN-
J1939 

1623 / 19 19019 - 
Tachograph Output Shaft 
Speed 

Received Network Data 
in Error 

 
CAN-
J1939 

1624 / 9 19109 - 
Tachograph Vehicle 
Speed 

Abnormal Update Rate  
CAN-
J1939 

1624 / 19 19119 - 
Tachograph Vehicle 
Speed 

Received Network Data 
in Error 

 
CAN-
J1939 

1633 / 9 19209 - 
Cruise Control Pause 
Switch 

Abnormal Update Rate  
CAN-
J1939 

1633 / 14 19214 - 
Cruise Control Pause 
Switch 

Plausibility Check Failed 
(Check Stalk Switch 
Wiring) 

- Check wiring of stalk switch 
- Check parameter 13/37 

18/06 
and 

12/07 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

1633 / 19 19219 - 
Cruise Control Pause 
Switch 

Received Network Data 
in Error 

 
CAN-
J1939 

1636 / 3 - 13515 
Ambient Air Combi 
Sensor, Part 
Temperature 

Circuit High  
LSCAN-

MR 

1636 / 4 - 13516 
Ambient Air Combi 
Sensor, Part 
Temperature 

Circuit Low  
LSCAN-

MR 

1695 / 0 - 12413 

Engine Exhaust Gas 
Oxygen Sensor (Lambda 
Sensor) Fueling 
Correction 

Control Deviation Too 
High 

 
LSCAN-

MR 

1695 / 2 - 12450 

Engine Exhaust Gas 
Oxygen Sensor (Lambda 
Sensor) Fueling 
Correction 

Drift Not Plausible  
LSCAN-

MR 

1716 / 9 19309 - 
Retarder Selection, non-
engine 

Abnormal Update Rate  
CAN-
J1939 

1716 / 19 19319 - 
Retarder Selection, non-
engine 

Received Network Data 
in Error 

 
CAN-
J1939 

1761 / 1 - 16029 Reductant Level Level Low  
LSCAN-

MR 

1761 / 18 - 14270 
Tier4i Reductant Level 
Sensor 

Level Too Low  
LSCAN-

MR 

1761 / 3 - 16015 Reductant Level Sensor Circuit High  
LSCAN-

MR 

1761 / 4 - 16016 Reductant Level Sensor Circuit Low  
LSCAN-

MR 

1908 / 3 - 18107 
SCR Air Pressure Shut-
Off Valve Solenoid 

Circuit High  
LSCAN-

MR 

1908 / 4 - 18106 
SCR Air Pressure Shut-
Off Valve Solenoid 

Circuit Low  
LSCAN-

MR 

1908 / 5 - 18109 
SCR Air Pressure Shut-
Off Valve Solenoid 

Circuit Open  
LSCAN-

MR 

2436 / 9 - 12712 
Generator Speed 
Sensing 

Signal-Timeout  
LSCAN-

MR 

2791 / 0  - 13215 
Exhaust Gas 
Recirculation 

Temperature Sensor 
Circuit High 

 
LSCAN-

MR 

2791 / 1 - 13216 
Exhaust Gas 
Recirculation 

Temperature Sensor 
Circuit Low 

 
LSCAN-

MR 

2791 / 2 - 16679 
Exhaust Gas 
Recirculation 

System Performance, 
Temperature Diagnosis 

 
LSCAN-

MR 

2791 / 7 - 16678 
Exhaust Gas 
Recirculation 

System Performance, 
Universal Control Error 

 
LSCAN-

MR 

2791 / 12 - 13332 
Exhaust Gas 
Recirculation 

Temperature Too 
High/Too Low 

 
LSCAN-

MR 

2797 / 3 - 14805 Engine Injector Group 1 Circuit High  
LSCAN-

MR 

2797 / 4 - 14806 Engine Injector Group 1 Circuit Low  
LSCAN-

MR 

2797 / 5 - 12427 Engine Injector Group 1 Open Circuit  
LSCAN-

MR 

2797 / 9 - 19846 
Engine Injector Group 1, 
Cylinder 
Contribution/Balance 

Timeout  
LSCAN-

MR 

2798 / 3 - 14905 Engine Injector Group 2 Circuit High  
LSCAN-

MR 

2798 / 4 - 14906 Engine Injector Group 2 Circuit Low  
LSCAN-

MR 

2798 / 5 - 12428 Engine Injector Group 2 Open Circuit  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

3031 / 3 - 16115 
Reductant Tank 
Temperature Sensor 

Circuit High  
LSCAN-

MR 

3031 / 4 - 16116 
Reductant Tank 
Temperature Sensor 

Circuit Low  
LSCAN-

MR 

3031 / 7 - 16169 
Reductant Tank 
Temperature Sensor 

Circuit  
LSCAN-

MR 

3050 / 7 - 14247 
NOx Emission SCR 
Catalyst 

SCR Catalyst Error  
LSCAN-

MR 

3050 / 13 - 16949 SCR System Calibration Calibration Error  
LSCAN-

MR 

3217 / 0 - 12414 
Aftertreatment 1 Intake 
%O2 (Lambda Sensor) 

Above Measuring Range  
LSCAN-

MR 

3217 / 1 - 12415 
Aftertreatment 1 Intake 
%O2 (Lambda Sensor) 

Below Measuring Range  
LSCAN-

MR 

3217 / 2 - 12451 
Aftertreatment 1 Intake 
%O2 (Lambda Sensor) 

Not Plausible  
LSCAN-

MR 

3219 / 1 - 12823 NOx Sensor 
Operation Temperature 
Not Reached 

 
LSCAN-

MR 

3220 / 9 - 12804 NOx Concentration Lost Message  
LSCAN-

MR 

3222 / 0 - 12416 

Aftertreatment 1 Intake 
Gas Sensor (Lambda 
Sensor) Heater 
Preliminary FMI 

Above Measuring Range  
LSCAN-

MR 

3222 / 1 - 12417 

Aftertreatment 1 Intake 
Gas Sensor (Lambda 
Sensor) Heater 
Preliminary FMI 

Below Measuring Range  
LSCAN-

MR 

3222 / 2 - 12418 

Aftertreatment 1 Intake 
Gas Sensor (Lambda 
Sensor) Heater 
Preliminary FMI 

Measuring Range Not 
Plausible 

 
LSCAN-

MR 

3224 / 3 - 12815 NOx Sensor Circuit High (Bank 1)  
LSCAN-

MR 

3224 / 4 - 12816 NOx Sensor Circuit Low (Bank 1)  
LSCAN-

MR 

3224 / 16 - 14234 NOx Emission Level 2 Exceeded  
LSCAN-

MR 

3226 / 15 - 14246 NOx Emission Increased Raw Emission  
LSCAN-

MR 

3234 / 2 - 14237 NOx Sensor (Bank 1) 
Circuit 
Range/Performance 

 
LSCAN-

MR 

3234 / 12 - 14245 
NOx Emission NOx 
Sensor 

Sensor Error  
LSCAN-

MR 

3234 / 13 - 14244 NOx Sensor Sensor Readiness Error  
LSCAN-

MR 

3242 / 3 - 14207 
Diesel Oxidation Catalyst 
Inlet Temperature Sensor 

Circuit High  
LSCAN-

MR 

3242 / 4 - 14208 
Diesel Oxidation Catalyst 
Inlet Temperature Sensor 

Circuit Low  
LSCAN-

MR 

3246 / 1 - 14238 
Diesel Particulate Filter 
Operation Temperature 

Temperature Not 
Reached 

 
LSCAN-

MR 

3250 / 3 - 14209 
Diesel Oxidation Catalyst 
Outlet Temperature 
Sensor 

Circuit High  
LSCAN-

MR 

3250 / 4 - 14210 
Diesel Oxidation Catalyst 
Outlet Temperature 
Sensor 

Circuit Low  
LSCAN-

MR 

3251 / 0 - 14215 
Diesel Particulate Filter 
Differential Pressure 

Pressure Too High  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

3251 / 1 - 14216 
Diesel Particulate Filter 
Differential Pressure 

Pressure Too Low  
LSCAN-

MR 

3251 / 7 - 14231 Diesel Particulate Filter Component Not Present  
LSCAN-

MR 

3251 / 15 - 14258 
Diesel Particulate Filter 
Regeneration 

Regeneration Insuffcient  
LSCAN-

MR 

3361 / 3 - 18207 
Prop. Valve 7, Reductant 
Injector (Bank 1 Unit 1) 

Circuit High  
LSCAN-

MR 

3361 / 3 - 18907 
Reductant Injector (Bank 
1 Unit 1) 

Circuit High  
LSCAN-

MR 

3361 / 4 - 18206 
Prop. Valve 7, Reductant 
Injector (Bank 1 Unit 1) 

Circuit Low  
LSCAN-

MR 

3361 / 4 - 18208 
Prop. Valve 7, Reductant 
Injector (Bank 1 Unit 1) 

Circuit Low  
LSCAN-

MR 

3361 / 4 - 18906 
Reductant Injector (Bank 
1 Unit 1) 

Circuit Low  
LSCAN-

MR 

3361 / 5 - 18209 
Prop. Valve 7, Reductant 
Injector (Bank 1 Unit 1) 

Circuit / Open  
LSCAN-

MR 

3361 / 5 - 18909 
Reductant Injector (Bank 
1 Unit 1) 

Circuit / Open  
LSCAN-

MR 

3363 / 3 - 14266 
Reductant Tank Heating 
Solenoid Valve 

Circuit High  
LSCAN-

MR 

3363 / 3 - 15907 
Prop. Valve 8, Reductant 
Tank Heating Solenoid 
Valve 

Circuit High  
LSCAN-

MR 

3363 / 4 - 14265 
Reductant Tank Heating 
Solenoid Valve 

Circuit Low  
LSCAN-

MR 

3363 / 4 - 15906 
Prop. Valve 8, Reductant 
Tank Heating Solenoid 
Valve 

Circuit Low  
LSCAN-

MR 

3363 / 5 - 14267 
Reductant Tank Heating 
Solenoid Valve 

Circuit Open  
LSCAN-

MR 

3363 / 5 - 15909 
Prop. Valve 8, Reductant 
Tank Heating Solenoid 
Valve 

Circuit Open  
LSCAN-

MR 

3363 / 7 - 14268 
Reductant Tank Heating 
Solenoid Valve 

Circuit, Component 
Defective 

 
LSCAN-

MR 

3363 / 7 - 15969 
Prop. Valve 8, Reductant 
Tank Heating Solenoid 
Valve 

Circuit, Component 
Defective 

 
LSCAN-

MR 

3363 / 14 - 14276 
Euromot3b / Tier4i 
Engine Cold Operation 

Invalid Engine Cold 
Operation 

 
LSCAN-

MR 

3464 / 2 - 14224 
Intake Throttle Highside 
Transistor 

Control Module 
Performance 

 
LSCAN-

MR 

3464 / 3 - 14200 
Intake Throttle Direction 
Signal 

Circuit High  
LSCAN-

MR 

3464 / 4 - 14201 
Intake Throttle Direction 
Signal 

Circuit Low  
LSCAN-

MR 

3464 / 6 - 12407 
Intake Throttle Direction 
Signal 

Command Current Too 
High 

 
LSCAN-

MR 

3465 / 3 - 14204 Intake Throttle Circuit Open  
LSCAN-

MR 

3465 / 4 - 14202 Intake Throttle Circuit Low  
LSCAN-

MR 

3465 / 5 - 14203 Intake Throttle Circuit High  
LSCAN-

MR 

3485 / 2 - 18517 
Reductant Injection Air 
Pressure Sensor 

Circuit 
Range/Performance 

 
LSCAN-

MR 

3485 / 3 - 18515 
Reductant Injection Air 
Pressure Sensor 

Circuit High  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

3485 / 4 - 18516 
Reductant Injection Air 
Pressure Sensor 

Circuit Low  
LSCAN-

MR 

3509 / 2 - 14239 
5V Output Reference 
Voltage 1 

Voltage Too High/Too 
Low 

 
LSCAN-

MR 

3510 / 2 - 14240 
5V Output Reference 
Voltage 2 

Voltage Too High/Too 
Low 

 
LSCAN-

MR 

3511 / 5 - 14241 
Sensor Reference 
Voltage “A” 

Circuit Open  
LSCAN-

MR 

3512 / 5 - 14242 
Sensor Reference 
Voltage “B” 

Circuit Open  
LSCAN-

MR 

3513 / 5 - 14243 
Sensor Reference 
Voltage “C” 

Circuit Open  
LSCAN-

MR 

3515 / 3 - 18315 
Reductant Temperature 
Sensor 

Circuit High Input  
LSCAN-

MR 

3515 / 4 - 18316 
Reductant Temperature 
Sensor 

Circuit Low Input  
LSCAN-

MR 

3516 / 1 - 14236 
NOx Emission Reducant 
Dosing 

Unsufficient Reductant 
Dosing 

 
LSCAN-

MR 

3516 / 14 - 14249 
NOx Emission Reductant 
Dosing 

Reductant 
Quality/Unsufficient 
Reductant Dosing/SCR 
Catalyst Error 

 
LSCAN-

MR 

3516 / 18 - 14248 
NOx Emission Reductant 
Dosing 

Reductant 
Quality/Unsufficient 
Reductant Dosing 

 
LSCAN-

MR 

3520 / 18 - 14235 NOx Emission Reductant Reductant Quality  
LSCAN-

MR 

3597 / 2 - 14227 
Proportional Valve Bank 
1 

Control Module 
Performance 

 
LSCAN-

MR 

3597 / 3 - 14225 
Proportional Valve Bank 
1 

Circuit High  
LSCAN-

MR 

3597 / 4 - 14226 
Proportional Valve Bank 
1 

Circuit Low  
LSCAN-

MR 

3605 / 3 - 14252 Coolant Pump Control Circuit High  
LSCAN-

MR 

3605 / 4 - 14250 Coolant Pump Control Circuit Low  
LSCAN-

MR 

3605 / 5 - 14251 Coolant Pump Control Circuit Open  
LSCAN-

MR 

3609 / 2 - 14232 
Diesel Particulate Filter 
Inlet Pressure Sensor 

Circuit 
Range/Performance 

 
LSCAN-

MR 

3609 / 3 - 14211 
Diesel Particulate Filter 
Inlet Pressure Sensor 

Circuit High  
LSCAN-

MR 

3609 / 4 - 14212 
Diesel Particulate Filter 
Inlet Pressure Sensor 

Circuit Low  
LSCAN-

MR 

3610 / 2 - 14233 
Diesel Particulate Filter 
Outlet Pressure Sensor 

Circuit 
Range/Performance 

 
LSCAN-

MR 

3610 / 3 - 14213 
Diesel Particulate Filter 
Outlet Pressure Sensor 

Circuit High  
LSCAN-

MR 

3610 / 4 - 14214 
Diesel Particulate Filter 
Outlet Pressure Sensor 

Circuit Low  
LSCAN-

MR 

3673 / 0 - 12421 Engine Throttle Position 2 Above Measuring Range  
LSCAN-

MR 

3673 / 1 - 12422 Engine Throttle Position 2 Below Measuring Range  
LSCAN-

MR 

3673 / 2 - 12423 Engine Throttle Position 2 
Measuring Range Not 
Plausible 

 
LSCAN-

MR 

3826 / 0 - 18790 
Average Reductant 
Consumption 

Consumption Too High  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

3826 / 1 - 18791 
Average Reductant 
Consumption 

Consumption Too Low  
LSCAN-

MR 

3828 / 0 - 18690 
Current Reductant 
Consumption 

Consumption Too High  
LSCAN-

MR 

3828 / 1 - 18691 
Current Reductant 
Consumption 

Consumption Too Low  
LSCAN-

MR 

4213 / 7 - 14275 
Diagnostic Function 
Engine Cranking 

Engine Cranking Without 
Fuel Injection 

 
LSCAN-

MR 

4332 / 12 - 16293 
Aftertreatment 1 SCR 
System State 

Control Module 
Performance 

 
LSCAN-

MR 

4334 / 1 - 16770 
Reductant Pressure 
System 

Pressure Decrease Too 
Low (Shut Off Sequence) 

 
LSCAN-

MR 

4334 / 7 - 14219 SCR Dosing Unit Air Route Plugged  
LSCAN-

MR 

4334 / 12 - 14220 SCR Dosing Unit Pressure Route Plugged  
LSCAN-

MR 

4334 / 18 - 16721 
Reductant Pressure 
System 

Reductant Pressure Too 
Low 

 
LSCAN-

MR 

4335 / 0 - 16820 SCR Air Pressure System Pressure Too High  
LSCAN-

MR 

4335 / 1 - 16821 SCR Air Pressure System Pressure Too Low  
LSCAN-

MR 

4335 / 7 - 16883 SCR Air Pressure System Missing Air Supply  
LSCAN-

MR 

4335 / 14 - 14264 SCR Air Pressure System 
Draining Pressure Pipe 
Not Performed 

 
LSCAN-

MR 

4336 / 3 - 13707 
SCR Air Pressure Control 
Valve Solenoid 

Circuit Low  
LSCAN-

MR 

4336 / 4 - 13706 
SCR Air Pressure Control 
Valve Solenoid 

Circuit High  
LSCAN-

MR 

4336 / 5 - 13709 
SCR Air Pressure Control 
Valve Solenoid 

Circuit Open  
LSCAN-

MR 

4354 / 3 - 15807 
SCR Reductant Pipe 
Heating 

Circuit High  
LSCAN-

MR 

4354 / 4 - 15806 
SCR Reductant Pipe 
Heating 

Circuit Low  
LSCAN-

MR 

4354 / 5 - 15809 
SCR Reductant Pipe 
Heating 

Circuit Open  
LSCAN-

MR 

4354 / 7 - 15869 
SCR Reductant Pipe 
Heating 

Circuit  
LSCAN-

MR 

4360 / 0 - 10797 
SCR Catalyst 
Temperature Before 
Catalyst 

Temperature Too High  
LSCAN-

MR 

4360 / 2 - 13817 
Catalyst Temperature 
Sensors 

Range/Performance  
LSCAN-

MR 

4360 / 15 - 10788 
SCR Catalyst 
Temperature 

Level 1 Exceeded  
LSCAN-

MR 

4360 / 16 - 10789 
SCR Catalyst 
Temperature 

Level 2 Exceeded  
LSCAN-

MR 

4363 / 0 - 10722 
SCR Catalyst 
Temperature Behind 
Catalyst 

Temperature Too High  
LSCAN-

MR 

4364 / 15 - 12971 NOx Emission Level 1 Exceeded  
LSCAN-

MR 

4364 / 16 - 12972 NOx Emission Level 2 Exceeded  
LSCAN-

MR 

4375 / 0 - 16777 
Reductant Pressure 
System Pump 

Current Too High  
LSCAN-

MR 

4375 / 3 - 13907 Reductant Supply Control Curcuit High  
LSCAN-

MR 
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ADM3 fault 
code (J1939) 

SPN / FMI 

ADM3 
fault code 

(K-line) 

MR2 
fault code 

(K-line) 
Fault location Fault description Remedial action Pin 

4375 / 4 - 13906 Reductant Supply Control Curcuit Low  
LSCAN-

MR 

4375 / 5 - 13909 Reductant Supply Control Curcuit Open  
LSCAN-

MR 

4794 / 14 - 10782 
Aftertreatment 1 SCR 
Catalyst System 

Component Not Present  
LSCAN-

MR 

4809 / 3 - 10815 
Catalyst Temperature 
Sensor (Bank 1 Sensor 1) 

Circuit High Input  
LSCAN-

MR 

4809 / 3 - 12404 
Catalyst Temperature 
Sensor (Bank 1 Sensor 1) 

Circuit High Input  
LSCAN-

MR 

4809 / 4 - 10816 
Catalyst Temperature 
Sensor (Bank 1 Sensor 1) 

Circuit Low Input  
LSCAN-

MR 

4809 / 4 - 12405 
Catalyst Temperature 
Sensor (Bank 1 Sensor 1) 

Circuit Low Input  
LSCAN-

MR 

4810 / 3 - 10915 
Catalyst Temperature 
Sensor (Bank 1 Sensor 2) 

Circuit High  
LSCAN-

MR 

4810 / 4 - 10916 
Catalyst Temperature 
Sensor (Bank 1 Sensor 2) 

Circuit Low  
LSCAN-

MR 

520192 / 9 19409 - Engine Start Stop Signals Abnormal Update Rate  
CAN-
J1939 

520192 / 19 19419 - Engine Start Stop Signals 
Received Network Data 
in Error 

 
CAN-
J1939 

520230 / 0 - 18820 
SCR Pressure 
Accumulator Bubble 
Pressure 

Pressure Too High  
LSCAN-

MR 

520230 / 2 - 14253 
SCR Pressure 
Accumulator Bubble 
Pressure 

Pressure Outside Range  
LSCAN-

MR 

520258 / 7 - 14228 
SCRT System 
Component 

Component Not Present  
LSCAN-

MR 

520259 / 2 - 14229 
SCRT Temperature 
Sensors Pair A 

Circuit 
Range/Performance 

 
LSCAN-

MR 

520260 / 2 - 14230 
SCRT Temperature 
Sensors Pair B 

Circuit 
Range/Performance 

 
LSCAN-

MR 

520262 / 14 - 16994 SCR System EGA 
Disabled Mannheim-
Function 

 
LSCAN-

MR 

520262 / 14 - 16995 SCR System EGA Disabled Wörth-Function  
LSCAN-

MR 

520263 / 9 - 14272 
Automatic Compression 
Detection Function 

Timeout  
LSCAN-

MR 

520263 / 14 - 14271 
Automatic Compression 
Detection Function 

Cancelling  
LSCAN-

MR 
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9.2. Fault codes listed by K-line code 

 

ADM3 fault 
code 

(K-line) 

ADM3 fault 
code (J1939) 

SPN / FMI 
Fault location Fault description 

10003 1072 / 3 Decompression Brake Valve (MBR_KD) Open Circuit 

10004 1072 / 4 Decompression Brake Valve (MBR_KD) Short Circuit to Ground 

10103 84 / 3 Vehicle Speed (C3 or J1939) Open Circuit 

10109 84 / 9 Vehicle Speed (C3 or J1939) Abnormal Update Rate 

10114 84 / 14 Vehicle Speed (C3 or J1939) Signal Not Plausible 

10119 84 / 19 Vehicle Speed (C3 or J1939) Received Network Data in Error 

10200 91 / 0 Accelerator Pedal (AFPS or J1939) Not Adjusted 

10203 91 / 3 Accelerator Pedal (AFPS or J1939) Voltage too High 

10204 91 / 4 Accelerator Pedal (AFPS or J1939) Voltage too Low 

10209 91 / 9 Accelerator Pedal (AFPS or J1939) Abnormal Update Rate 

10219 91 / 19 Accelerator Pedal (AFPS or J1939) Received Network Data in Error 

10400 98 / 0 Oil Level (from PLD/MR2) Oil Level too High 

10401 98 / 1 Oil Level (from PLD/MR2) Low Oil Level 

10414 98 / 14 Oil Level (from PLD/MR2) Oil Level too Low 

10501 100 / 1 Oil Pressure (from PLD/MR2) Low Oil Pressure 

10514 100 / 14 Oil Pressure (from PLD/MR2) Oil Pressure too Low 

10800 107 / 0 Air Filter Sensor (LF_SE) Differential Pressure too High 

10803 107 / 3 Air Filter Sensor (LF_SE) Open Circuit 

10804 107 / 4 Air Filter Sensor (LF_SE) Short Circuit to Ground 

10914 110 / 14 Coolant Temperature (from PLD/MR2) Coolant Temperature too High 

11001 111 / 1 Coolant Level Sensor (KW_SE) Low Coolant Level 

11003 111 / 3 Coolant Level Sensor (KW_SE) Open Circuit 

11004 111 / 4 Coolant Level Sensor (KW_SE) Short Circuit to Ground 

11014 111 / 14 Coolant Level Sensor (KW_SE) Coolant Level too Low 

11100 158 / 0 Battery Voltage Switched (Terminal 15) Over Voltage 

11101 158 / 1 Battery Voltage Switched (Terminal 15) Under Voltage 

11701 558 / 1 
Accelerator Pedal Idle Switch (GAS1 + GAS2 or 
J1939) 

Both Signals Equal but Should not 

11705 558 / 5 
Accelerator Pedal Idle Switch (GAS1 + GAS2 or 
J1939) 

Both Switches Open Circuit 

11709 558 / 9 
Accelerator Pedal Idle Switch (GAS1 + GAS2 or 
J1939) 

Abnormal Update Rate 

11712 558 / 12 
Accelerator Pedal Idle Switch (GAS1 + GAS2 or 
J1939) 

Both Switches Closed 

11719 558 / 19 
Accelerator Pedal Idle Switch (GAS1 + GAS2 or 
J1939) 

Received Network Data in Error 

11809 599 / 9 Cruise Control Switch CC- (Set + Coast) Abnormal Update Rate (Set Switch) 

11812 599 / 12 Cruise Control Switch CC- (Set + Coast) Both Switches CC- and CC+ Closed 

11814 599 / 14 Cruise Control Switch CC- (Set + Coast) Plausibility Check Failed (Check Stalk Switch Wiring) 

11819 599 / 19 Cruise Control Switch CC- (Set + Coast) Received Network Data in Error 

11909 601 / 9 Cruise Control Switch CC+ (Res + Acc) Abnormal Update Rate (Resume Switch) 

11912 601 / 12 Cruise Control Switch CC+ (Res + Acc) Both Switches CC+ and CC- closed 

11914 601 / 14 Cruise Control Switch CC+ (Res + Acc) Plausibility Check Failed (Check Stalk Switch Wiring) 

11919 601 / 19 Cruise Control Switch CC+ (Res + Acc) Received Network Data in Error 

12002 609 / 2 PLD/MR2 Error Unknown Cause 

12103 620 / 3 Supply Analog Accelerator Pedal (AFP+) Voltage too High 

12104 620 / 4 Supply Analog Accelerator Pedal (AFP+) Voltage too Low 

12202 625 / 2 CAN Link ADM3 – PLD/MR2 No Communication with PLD/MR2 

13303 677 / 3 Output Relay 1 (REL 1) Open Circuit 

8.7.2	 Fault codes listed by K-line code
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ADM3 fault 
code 

(K-line) 

ADM3 fault 
code (J1939) 

SPN / FMI 
Fault location Fault description 

13304 677 / 4 Output Relay 1 (REL 1) Short Circuit to Ground 

13900 730 / 0 Output Relay 2 (REL 2) 
Grid Heater: No Increasing Boost Temperature After 
Activation 

13901 730 / 1 Output Relay 2 (REL 2) Relay Permanently Closed (Grid Heater) 

13902 730 / 2 Output Relay 2 (REL 2) Relay Permanently Open (Grid Heater) 

13903 730 / 3 Output Relay 2 (REL 2) Voltage too High when Activated 

13904 730 / 4 Output Relay 2 (REL 2) Voltage too Low when Activated 

14003 729 / 3 Intake Air Heater (MBR_KD) Open Circuit 

14004 729 / 4 Intake Air Heater (MBR_KD) Short Circuit to Ground 

14202 974 / 2 Remote Throttle Pedal (HFG) Supply Voltage Out of Range (Pin HFG+) 

14203 974 / 3 Remote Throttle Pedal (HFG) Voltage too High 

14204 974 / 4 Remote Throttle Pedal (HFG) Voltage too Low 

14403 1004 / 3 Output Relay 4 (REL 4) Open circuit 

14404 1004 / 4 Output Relay 4 (REL 4) Short Circuit to Ground 

14503 1005 / 3 Output PWM Pedal Supply or Transmission (FP+) Open Circuit 

14504 1005 / 4 Output PWM Pedal Supply or Transmission (FP+) Short Circuit to Ground 

14603 1074 / 3 Exhaust Brake Valve (MBR_BK) Open Circuit 

14604 1074 / 4 Exhaust Brake Valve (MBR_BK) Short Circuit to Ground 

14902 639 / 2 SAE J1939 Interface At Least One J1939 Message is Missing 

15001 1015 / 1 PWM Accelerator Pedal (PWM FFG) No Supply Voltage at Pin FP+ 

15003 1015 / 3 PWM Accelerator Pedal (PWM FFG) No Signal at Path 1 (GAS1) 

15004 1015 / 4 PWM Accelerator Pedal (PWM FFG) No Signal at Path 2 (GAS2) 

15005 1015 / 5 PWM Accelerator Pedal (PWM FFG) Not Adjusted 

15006 1015 / 6 PWM Accelerator Pedal (PWM FFG) Idle Position Out of Adjusted Range 

15007 1015 / 7 PWM Accelerator Pedal (PWM FFG) Out of Adjusted Range 

16603 171 / 3 Ambient Air Temperature Voltage too High 

16604 171 / 4 Ambient Air Temperature Voltage too Low 

16609 171 / 9 Ambient Air Temperature Abnormal Update Rate 

16619 171 / 19 Ambient Air Temperature Received Network Data in Error 

17309 69 / 9 Two Speed Axle Switch Abnormal Update Rate 

17319 69 / 19 Two Speed Axle Switch Received Network Data in Error 

17409 70 / 9 Parking Brake Switch Abnormal Update Rate 

17419 70 / 19 Parking Brake Switch Received Network Data in Error 

17509 96 / 9 Fuel Level Abnormal Update Rate 

17519 96 / 19 Fuel Level Received Network Data in Error 

17609 161 / 9 Transmission Input Shaft Speed Abnormal Update Rate 

17619 161 / 19 Transmission Input Shaft Speed Received Network Data in Error 

17709 191 / 9 Transmission Output Shaft Speed Abnormal Update Rate 

17719 191 / 19 Transmission Output Shaft Speed Received Network Data in Error 

17809 523 / 9 Transmission Current Gear Abnormal Update Rate 

17819 523 / 19 Transmission Current Gear Received Network Data in Error 

17909 524 / 9 Transmission Selected Gear Abnormal Update Rate 

17919 524 / 19 Transmission Selected Gear Received Network Data in Error 

18009 559 / 9 Accelerator Pedal Kickdown Switch Abnormal Update Rate 

18019 559 / 19 Accelerator Pedal Kickdown Switch Received Network Data in Error 

18109 573 / 9 Transmission Torque Converter Lockup Engaged Abnormal Update Rate 

18119 573 / 19 Transmission Torque Converter Lockup Engaged Received Network Data in Error 

18209 574 / 9 Transmission Shift in Process Abnormal Update Rate 

18219 574 / 19 Transmission Shift in Process Received Network Data in Error 

18309 596 / 9 Cruise Control Enable Switch Abnormal Update Rate 



365
Kapitel 8 

Störung und Abhilfe

8  Störung und Abhilfe

8.8	 Fremdstarten und Batterie laden

Sollte es nötig sein, die euro-Maus4 fremd zu starten, darf dazu keinesfalls ein netz- 
bzw. generatorgebundenes Lade- oder Starthilfegerät benutzt werden, da es bei 
Verwendung dieser Geräte zu irreparablen Schäden an der Elektronik der euro-Maus4 
kommt.  
Zum Fremdstarten dürfen nur andere Kraftfahrzeuge mit einer Bordspannung von 
24 V oder Fahrzeugbatterien mit einer Batteriespannung von 24 V und ausreichender 
Kapazität verwendet werden.

Wir weisen ausdrücklich darauf hin, dass Schnellladegeräte und netzgebundene 
Fremdstartgeräte zum Starten der euro-Maus4 ausdrücklich verboten sind. 
Überspannungsschäden, die auf die Verwendung nicht zugelassener Ladegeräte 
oder Starthilfegeräte zurückzuführen sind, fallen weder unter Garantie noch unter 
Gewährleistung. Bei derartigen Schäden wird auch keinerlei Kulanz gewährt.  

9. Fault codes    
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ADM3 fault 
code 

(K-line) 

ADM3 fault 
code (J1939) 

SPN / FMI 
Fault location Fault description 

18319 596 / 19 Cruise Control Enable Switch Received Network Data in Error 

18409 597 / 9 Brake Switch Abnormal Update Rate 

18419 597 / 19 Brake Switch Received Network Data in Error 

18509 598 / 9 Clutch Switch Abnormal Update Rate 

18519 598 / 19 Clutch Switch Received Network Data in Error 

18609 600 / 9 Cruise Control Coast (Decelerate) Switch Abnormal Update Rate 

18619 600 / 19 Cruise Control Coast (Decelerate) Switch Received Network Data in Error 

18709 602 / 9 Cruise Control Accelerate Switch Abnormal Update Rate 

18719 602 / 19 Cruise Control Accelerate Switch Received Network Data in Error 

18809 904 / 9 Front Axle Speed Abnormal Update Rate 

18819 904 / 19 Front Axle Speed Received Network Data in Error 

18909 973 / 9 Engine Retarder Selection Abnormal Update Rate 

18919 973 / 19 Engine Retarder Selection Received Network Data in Error 

19009 1623 / 9 Tachograph Output Shaft Speed Abnormal Update Rate 

19019 1623 / 19 Tachograph Output Shaft Speed Received Network Data in Error 

19109 1624 / 9 Tachograph Vehicle Speed Abnormal Update Rate 

19119 1624 / 19 Tachograph Vehicle Speed Received Network Data in Error 

19209 1633 / 9 Cruise Control Pause Switch Abnormal Update Rate 

19214 1633 / 14 Cruise Control Pause Switch Plausibility Check Failed (Check Stalk Switch Wiring) 

19219 1633 / 19 Cruise Control Pause Switch Received Network Data in Error 

19309 1716 / 9 Retarder Selection, non-engine Abnormal Update Rate 

19319 1716 / 19 Retarder Selection, non-engine Received Network Data in Error 

19409 520192 / 9 Engine Start Stop Signals Abnormal Update Rate 

19419 520192 / 19 Engine Start Stop Signals Received Network Data in Error 
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Batterie laden/Fremdstarten/Starthilfe
Zum Laden der Batterien sind grundsätzlich die Pluspole der Batterien abzuklemmen. 
Reihenfolge beim Abklemmen der Batterie: Immer zuerst den Minuspol (Masse-
Leitung) abklemmen, danach den Pluspol. Der Batteriehauptschalter ist auszuschalten. 
Zum Laden der Batterie dürfen nur normale Batterieladegeräte verwendet werden. 
Schnellladegeräte sind ausdrücklich verboten!
Der Ladestrom darf max. ein Zehntel der Nennkapazität der Batterie betragen.

Da in der Vergangenheit bereits mehrfach Schäden durch unsachgemäßes Batterie 
laden oder fremd starten aufgetreten sind, weisen wir ausdrücklich darauf hin, dass die 
euro-Maus4 nur nach folgender Methode fremd gestartet werden darf:

Achtung! Verletzungsgefahr. Beachten Sie unbedingt die Sicherheitshinweise des 
Batterieherstellers beim Umgang mit Säurebatterien. 

2
4V+
0 II䔠

2
4V+
0 II䔠

2

04V+

2
0

0
2

0

0
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Starthilfe
–	 Verwenden Sie ausschließlich genormte Starthilfekabel mit wirklich ausreichendem 

Querschnitt der elektrischen Leiter.
–	 Verwenden Sie nur Batterien mit gleicher Nennspannung (24 V).
–	 Achten Sie auf ausreichende Batteriekapazität beim helfenden Fahrzeug.
–	 Stellen Sie bei beiden Fahrzeugen den Motor ab und schalten Sie die Zündung aus.
–	 Schalten Sie bei der euro-Maus4 den Batteriehauptschalter aus, Wartezeit von 6 

Minuten einhalten. Prüfen Sie danach, ob der Batteriehauptschalter wirklich geöffnet 
hat (Licht im Motorhaus darf nicht mehr leuchten).

–	 Achten Sie darauf, dass sich beide Fahrzeuge an keiner Stelle berühren.
–	 Verbinden Sie zuerst den Minuspol der Batterie des helfenden Fahrzeugs mit dem 

Minuspol der Batterie der euro-Maus4. Alternativ kann auch eine metallisch blanke 
und elektrisch leitende Stelle (z.B. Masseband oder Motorblock) des helfenden 
Fahrzeugs mit einer ähnlichen Stelle (Masseband, Motorblock) der zu startenden 
euro-Maus4 benutzt werden.

–	 Verbinden Sie den Pluspol der Batterie des helfenden Fahrzeugs mit dem Pluspol 
der Batterie der euro-Maus4 .

–	 Schalten Sie bei der euro-Maus4 den Batteriehauptschalter ein.
–	 Starten Sie den Motor des helfenden Fahrzeugs und bringen Sie diesen Motor auf 

mittlere Drehzahl.
–	 Starten Sie den Motor der euro-Maus4 und achten Sie darauf, dass ein 

Startversuch nicht länger als 15 Sekunden dauert.
–	 Vor dem Entfernen der Starthilfekabel unbedingt Motor des helfenden Fahrzeuges 

abstellen, da sonst die Elektronik des helfenden Fahrzeuges geschädigt werden 
kann.

–	 Entfernen Sie die Starthilfekabel von beiden Fahrzeugen in umgekehrter 
Reihenfolge (erst Pluskabel, danach Minuskabel).

euro-Maus4

helfendes Fahrzeug
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8.9	 Kraftstoffreserve
Die euro-Maus4 ist mit einem Zwischentank ausgestattet. Ein kleiner Teil des 
Zwischentankinhalts steht Ihnen als Reservemenge zur Verfügung. Sollten Sie den 
Kraftstofftank nicht rechtzeitig befüllt haben, steht Ihnen noch genügend Kraftstoff zur 
Verfügung um den Überlader sofort einzuklappen und den Gegengewichtsarm zum 
Betanken sofort abzusenken.

Schwenken Sie dazu den Reservehahn (1) am Steuerblock der Kraftstoffversorgung 90° 
nach unten. 
Betanken Sie die Maschine und Schwenken Sie anschließend den Reservehahn (1) 
sofort wieder in die Ausgangsstellung zurück (waagerecht).

1
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Sobald die Maschine angehoben ist, ist sie zusätzlich mit massiven tragfähigen 
Kanthölzern oder ähnlichen Materialien gegen Abstürzen zu sichern.
Beim Radwechsel empfehlen wir den ROPA Unterstellbock (ROPA Art.-Nr.:018680) an 
der Radnabe zu befestigen. 

Anheben der euro-Maus4 mit einem 
hydraulischen Wagenheber

Sichern der angehobenen euro-Maus4 durch stabilen Unterbau

8.10		 Aufbocken zum Radwechsel
–	 Zum Aufbocken stellen sie die euro-Maus4 auf ebenem und ausreichend 

tragfähigem Untergrund ab. 
–	 Klappen Sie die Aufnahme aus. Überlader und Gegengewichtsarm bleiben in 

Transportstellung.
–	 Sichern Sie die Maschine durch Einlegen der Parkbremse und mit Unterlegkeilen 

gegen Wegrollen. 
–	 Zum Aufbocken benötigen Sie einen (hydraulischen) Wagenheber mit mindestens 

15t Tragkraft.
–	 Setzen Sie den Wagenheber wie in den folgenden Bildern gezeigt an.

Warnung! Gefahr von tödlichen Verletzungen durch absinkende euro-Maus4. Aus 
Sicherheitsgründen darf die euro-Maus4 immer nur an einer Achse und an einer Seite 
aufgebockt werden.
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8.11	 Schweißarbeiten an der Maschine
Bei Schweißarbeiten an der Maschine sind die Batterien grundsätzlich abzuklemmen. 
Das Massekabel des Schweißtransformators ist möglichst nahe an der Schweißstelle 
anzubringen.

Achtung! Schweißarbeiten an der Maschine dürfen nur von Personen ausgeführt 
werden, die für die jeweiligen Arbeiten nach den regionalen Vorschriften 
ausreichend qualifiziert sind. Schweißarbeiten an tragenden Teilen oder Teilen mit 
Sicherheitsfunktionen dürfen nur nach Rücksprache mit ROPA durchgeführt werden, 
soweit dies nach den jeweils geltenden Bestimmungen zulässig ist. Alle Schweißarbeiten 
dürfen nur nach den geltenden Normen und den anerkannten Regeln der Technik 
durchgeführt werden. Beachten Sie unbedingt die erhöhte Brandgefahr beim Schweißen 
in der Nähe von brennbaren Teilen oder Flüssigkeiten (Kraftstoff, Öle, Fette, Reifen etc.). 
Wir weisen ausdrücklich darauf hin, dass ROPA keinerlei Garantie übernimmt für 
Schäden  an der Maschine, die durch nicht sachgemäße Schweißarbeiten entstanden 
sind.

8.12	 Anschlagen von Bergehilfsmitteln
Zum Anschlagen von Bergehilfsmitteln (Stahlseile, Ketten, Trosse, Bergeschlaufen, 
Gurten etc.) verfahren Sie wie folgt:
Bergehilfsmittel am Heck der Maschine anschlagen:
–	 Bergehilfsmittel so an der hinteren Abschleppöse (1) befestigen, dass an der 

Maschine nichts beschädigt werden kann. 

Hinweis! Achten Sie stets auf ausreichende Festigkeit der Bergehilfsmittel. Bedenken 
Sie, dass die Belastung, die beim Bergen eines Fahrzeuges an den Bergehilfsmitteln 
auftritt, ein Mehrfaches des normalen Fahrzeuggewichtes betragen kann. Ziehen Sie 
zum Bergen der Maschine möglichst erfahrene Fachleute zu Rate und verwenden Sie 
stets ausreichend tragfähiges und belastbares Gerät und geeignete Fahrzeuge.

1
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8.13	 Abschleppen
Sollte es nötig sein, die Maschine abzuschleppen, beachten Sie unbedingt die regional 
geltenden Vorschriften für das Zugfahrzeug und für die Absicherung des Gespanns auf 
öffentlichen Straßen und Wegen. 
Verfahren Sie zum Abschleppen wie folgt:
–	 Stellen Sie den Motor ab. 
–	 Legen Sie die Parkbremse ein und sichern Sie die Maschine zusätzlich mit den 

beiden Unterlegkeilen (1) vor unbeabsichtigtem Wegrollen.

Unterlegkeile am Kraftstofftank

1

–	 Bringen Sie unbedingt das Untersetzergetriebe wie nachstehend beschrieben in 
Neutralstellung.

--	 Stellen Sie die Druckluftversorgung der Arbeitspneumatik ab. Drehen Sie dazu den 
Kunststoff-Absperrhahn (2) über dem Schaltgetriebe quer zum Leitungsverlauf.

2

Absperrhahn geöffnet, zum Schließen um 90° drehen.
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–	 Schalten Sie in die Betriebsart Schildkröte.
–	 Ziehen Sie die Schaltstange (3) (auf der Vorderseite des Untersetzergetriebes) etwa 

26 bis 30 mm heraus. Es darf keiner der beiden Gänge eingerastet sein.

Warnung! Bei Motorstillstand ist das Fahrzeug nur schwer zu lenken! Die Notlenkpumpe 
wird erst bei Geschwindigkeiten über etwa 4 km/h ausreichend wirksam.Vorsicht, wenn 
die Bremse nicht funktionsfähig ist! Verwenden Sie nur Fahrzeuge mit ausreichender 
Bremsleistung zum Ziehen der euro-Maus4. Verwenden Sie zum Abschleppen 
ausschließlich Anschlagmittel, die ausreichend dimensioniert sind. Mit der euro-Maus4 
dürfen keine anderen Fahrzeuge abgeschleppt oder Anhängelasten gezogen werden.

Es ist nicht möglich, den Motor der euro-Maus4 durch Anschleppen oder Anrollen 
zu starten. Bei Bedarf kann über die Druckluftkupplung Druckluft vom helfenden 
Fahrzeug eingespeist werden. Der maximal zulässige Einspeisedruck beträgt 
8,5 Bar.

Schaltstange (3) auf der Vorderseite des Untersetzergetriebes

3
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8.14	 Lösen der Parkbremse von Hand
Zum Lösen der Parkbremse muss ein ausreichend hoher Druck in der Druckluftanlage 
vorhanden sein. Im Notfall kann die Parkbremse selbst dann gelöst werden, wenn für 
die Bremsanlage nicht ausreichend Druck vorhanden ist. Dazu ist der Federspeicher von 
Hand zu lösen.
Dies darf nur gemacht werden, wenn Dieselmotor und Fahrantrieb funktionstüchtig sind 
und zumindest eine teilweise Bremswirkung mit dem Fahrantrieb erzeugt werden kann.

Gefahr! Lebensgefahr durch wegrollende Maschine. Vor dem Lösen des Federspeichers 
muss die Maschine mit beiden Unterlegkeilen gegen Wegrollen gesichert werden. 
Arbeiten an Fahrzeugbremsen dürfen nur von entsprechend ausgebildetem 
Fachpersonal (z.B. Kfz-Mechaniker, Landmaschinenmechaniker, Bremsendienst etc.) 
unter Beachtung der geltenden Sicherheitsvorschriften erfolgen. 

Federspeicher lösen:
–	 Motor abstellen und gegen unbeabsichtigtes Starten sichern.
–	 Fahrzeug mit beiden Unterlegkeilen gegen Wegrollen sichern.
–	 Mit Ringschlüssel SW24 die Notlöseschraube (4) (Sechskantschraube mittig im 

Zylinder) so lange gegen den Uhrzeigersinn drehen (maximales Drehmoment 
35 Nm, Weg ca. 70 mm), bis ein fester Anschlag zu spüren ist.

–	 Die Federspeicher sind gelöst, das Fahrzeug ist völlig ungebremst.
–	 Das Fahrzeug kann unter Beachtung der entsprechenden Sicherheitsvorschriften 

und Absicherungsmaßnahmen bis zum nächsten sicheren Abstellplatz gebracht 
werden.

Gefahr! Stellen Sie das Fahrzeug nie ungesichert ab, wenn die Federspeicher 
gelöst sind. Sichern Sie das Fahrzeug mit ausreichend großen Unterlegkeilen gegen 
Wegrollen. Bringen Sie im Sichtbereich des Fahrers ein auffälliges Schild an mit der 
Aufschrift: „Gefahr! Fahrzeug ist ohne Bremswirkung! Federspeicher sind gelöst“. 
Verwahren Sie den Zündschlüssel sicher.

(4)	Löseschraube

4
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Arbeiten an den Federspeichern sind gefährlich und dürfen nur von Personen
durchgeführt werden, die für diese Arbeiten ausgebildet sind und die mit Arbeiten an
vorgespannten Federpaketen vertraut sind.

Warnung! Gefahr von schweren Verletzungen durch Teile, die mit großer Kraft 
weggeschleudert werden. Öffnen Sie den Federspeicher keinesfalls. Die Teile im 
Inneren des Federspeichers werden mit hoher Federkraft verspannt und können bei 
unsachgemäßem Öffnen weggechleudert werden und Personen schwer verletzen!

8.15	 Bremse nachstellen

Arbeiten an Fahrzeugbremsen dürfen nur von entsprechend ausgebildetem 
Fachpersonal (z.B. Kfz-Mechaniker, Landmaschinenmechaniker, Bremsendienst 
etc.) unter Beachtung der geltenden Sicherheitsvorschriften erfolgen.

Die Spreizkeilbremse ist mit einer automatischen Nachstellvorrichttung ausgestattet. Das 
Nachstellen der Bremsen ist damit nicht erforderlich.

8.16	 Hydraulikventile
Alle Hydraulikventile werden elektrisch angesteuert. Probleme an den Magnetventilen 
können mit den speziellen Prüfkabeln (ROPA Art. Nr. 330197) lokalisiert werden, die mit 
jeder Maschine ausgeliefert werden. Diese Prüfkabel dürfen nur von ausgebildetem und 
unterwiesenem Fachpersonal an die Magnetventile angeschlossen werden.
Sollte ein elektrisch betätigtes Ventil nicht funktionieren, ist in jedem Fall ausnahmslos 
ein Fachmann zu Rate zu ziehen. In keinem Fall darf versucht werden, durch Rütteln 
am betroffenen Elektromagneten eventuelle Kontaktprobleme oder eine eventuelle 
Leitungsunterbrechung zu beseitigen. Wird bei derartigen Versuchen das Ventil plötzlich 
geöffnet, kann die betreffende Person tödliche Verletzungen erleiden.

Warnung! Störungssuche und Störungsbeseitigung an allen Komponenten der 
Hydraulik ist ausschließlich Aufgabe von ausgebildeten Fachleuten. Wir warnen 
ausdrücklich vor Reparaturversuchen oder eigenmächtigen Tests an elektromagnetisch 
betätigten Hydraulikventilen. Werden bei derartigen Tests oder Reparaturversuchen 
Teile der Hydraulikanlage plötzlich mit Druck beaufschlagt, kann dies ungewollte 
Maschinenbewegungen auslösen. Dabei können Personen oder Körperteile 
eingeklemmt oder sogar zerquetscht werden.
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Achten Sie bei allen Arbeiten an der Zentralschmieranlage auf größtmögliche 
Sauberkeit. Es darf keinesfalls Schmutz in das Schmiersystem gelangen.
Sollte der Vorratsbehälter einmal versehentlich leergefahren worden sein, ist 
die Schmierpumpe zu entlüften. Entfernen Sie dazu die Hauptleitung von der 
Hauptverteilung und schalten Sie die Pumpe so lange ein, bis luftfreies Fett aus der 
Hauptleitung austritt (siehe „Pumpe einschalten“). Drehen Sie einen Schmiernippel in 
den Eingang des Hauptverteilers ein und pumpen Sie mit der Handhebelfettpresse so 
lange Fett in den Hauptverteiler, bis das Fett an den Lagern austritt. Stellen Sie danach 
alle Leitungsverbindungen wieder her.
Sollte das Leitungssystem blockiert sein, wird das Fett am Überdruckventil  
(direkt am Leitungsabgang der Pumpe) herausgedrückt. Zum Beheben dieser Blockade 
gehen Sie wie folgt vor:

8.17	 Zentralschmieranlage – Entlüften und Beseitigen von 
Blockaden

08010084

1

(1)	Überdruckventil
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–	 Suchen Sie die blockierte Stelle im Leitungssystem. Folgen Sie der steiferen 
Fettleitung von der Schmierpumpe weg über den Hauptverteiler (die blockierte 
Leitung ist steifer, da sie unter Druck steht) weiter zum entsprechenden 
Unterverteiler und von dort zur blockierten Schmierstelle. Den Aufbau der 
Zentralschmieranlage entnehmen Sie bitte folgendem Schema. Einen detaillierten 
Plan finden Sie in Kapitel 9. 

–	 Lösen Sie die Leitung vom Verbraucher und drehen Sie einen Schmiernippel in den 
entsprechenden (Unter-) Verteiler.

–	 Versuchen Sie die Blockierung zu lösen, indem Sie mit der Handhebelfettpresse 
kräftig Fett in den Verteiler pumpen.

–	 Gehen Sie systematisch vor: Von der Fettpumpe zum Hauptverteiler, von da zum 
Unterverteiler usw.

–	 Sobald Sie feststellen, dass die Leitung wieder durchgängig ist, verbinden Sie die 
Leitung wieder mit dem Verbraucher. Prüfen Sie den freien Durchgang, indem Sie 
eine Zwischenschmierung vornehmen. 

–	 Sollten Sie mit der hier beschriebenen Methode keinen Erfolg erzielen, setzen Sie 
sich mit Ihrem ROPA-Service-Stützpunkt in Verbindung.

Schmierkreis 3
8-fach Zwickwalzenreiniger
(Option)

Schmierkreis 2
Aufnahme

Schmierkreis 1
Fahrgestell

Für alle Maschinen ab Baujahr 2012 gilt:
Alle Verteiler sind mit einem Schmiernipppel (2) versehen. Dieser Schmiernippel dient 
der vereinfachten Fehlersuche. 
Alle Schmierstellen des Unterverteilers können über diesen Schmiernippel mit Fett 
versorgt werden, da sich im Abgang des Hauptverteilers ein Rückschlagventil befindet.
Zwischen Schmierpumpe und Hauptverteiler befindet sich kein Rückschlagventil. 
Die Hauptverteiler erkennen sie an der integrierten Hubstiftanzeige (3). Sollten 
sie beim Schmieren des Schmiernippels am Hauptverteiler nur einen geringen 
Widerstand verspüren, kann das Fett ungehindert in den Fettvorratsbehälter 
der Zentralschmierpumpe fließen. In diesem Fall ist über eine manuelle 
Zwischenschmierung der Flügel in der Zentralschmierpumpe um ca. 120° zu drehen. 
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Um zu prüfen, ob das Lüfterrad der Kühleranlage wirklich mit maximaler Drehzahl läuft, 
kann der Stecker (4) mit der Bezeichnung (Y99) von der Hydraulikpumpe probehalber 
abgezogen werden. Danach sollte der Lüfter mit maximaler Drehzahl laufen.
Verbessert sich die Kühlleistung durch diese Maßnahme nicht, darf die Maschine nur mit 
reduzierter Belastung betrieben werden.

8.18	 Notbetrieb Lüfterantrieb

4

2

2
3
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8.19 	 Standheizung (optional) – Maßnahmen bei Störung
Bei Auftreten einer Störung sind die Sicherungen und Steckverbindungen auf 
einwandfreien Zustand und festen Sitz zu prüfen.
Führen diese Maßnahmen nicht zur Behebung der Störung, wenden Sie sich bitte mit 
Angabe des Typs Ihrer Standheizung ( Thermo 90 ST.25.D 24V) an eine Webasto-
Servicestelle (www.webasto.com).

Heizung schaltet sich automatisch aus = Störabschaltung
Ursache Beseitigung
Keine Verbrennung nach Start und 
Startwiederholung.
Flamme erlischt während des Betriebs.

Heizgerät ausschalten und erneut 
einschalten. Erfolgt wieder kein 
Heizbetrieb, ist eine Webasto-Servicestelle 
aufzusuchen.

Spannungsabfall länger als 20 Sekunden. Sicherungen, Steckverbindungen und  
Ladezustand der Batterie prüfen.

Heizgerät überhitzt wegen 
Kühlflüssigkeitsmangel /-verlust.

Kühlflüssigkeit gemäß Fahrzeughersteller-
angaben auffüllen.

Abschaltung erfolgt durch 
Temperaturbegrenzer (Überhitzung).

Gerät abkühlen lassen, danach Knopf 
(1) des Temperaturbegrenzers vor 
Wiedereinschalten eindrücken.

1
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F-- Heizung hat sich verriegelt
Abhilfe: Standheizung einschalten und während der 90 Sek. Störnachlauf 
die Sicherung F15 (im Zentralelektrikschrank) und die Sicherung F43 (in 
der Radiokonsole, unten) für einige Sekunden heraus nehmen.

F01 Kein Start (nach 2 Startversuchen)
F02 Flammabbruch
F03 Unterspannung oder Überspannung
F04 vorzeitige Flammerkennung
F05 Flammwächter Unterbrechung oder Flammwächter Kurzschluss
F06 Temperaturfühler Unterbrechung oder Temperaturfühler Kurzschluss
F07 Dosierpumpe Unterbrechung oder Dosierpumpe Kurzschluss
F08 Gebläsemotor Unterbrechung oder Gebläsemotor Kurzschluss oder 

Gebläsemotor fehlerhafte Drehzahl
F09 Glühstift Unterbrechung oder Glühstift Kurzschluss
F10 Überhitzung
F11 Umwälzpumpe Unterbrechung oder Umwälzpumpe Kurzschluss

Störcodeausgabe
Sobald eine Störung auftritt, erscheint im Display der Zeitschaltuhr eine Fehlermeldung.

Störcodeausgabe im Display der Zeitschaltuhr
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Maßgeblich für die Füllmengen sind die Ölstandskontrollschrauben und Schaugläser! 

Sollten die angegebenen Ölsorten nicht erhältlich sein, dürfen NUR Öle und Fette aus der Umschlüsselungstabelle von ROPA verwendet 

werden oder Mittel, die aufgrund internationaler Umschlüsselungstabellen den von ROPA vorgegebenen voll und ganz entsprechen. 

9	 Listen und Tabellen/Pläne und Diagramme/Wartungsnachweise

9.1	 Schmier- und Betriebsstoffe euro-Maus4 ab 2010

Bauelement Schmierstoffsorte
Füllmen-
ge in Liter Intervalle

Dieselmotor 

Motoröl

Motoröl, teilsynthetisch 
Mehrbereichsöl nach MB-Norm 228.5  
MB-Norm 228.51 ebenfalls zulässig

ca. 24-29
(min-max)

alle 400 Betr.Std.;  
Betrieb mit FAME/
RME  
s. Wartungstabelle

Kühlsystem Korrosions-/ Frostschutzmittel -40° nach  
MB-Norm 325.0 u.326.0 ca. 37,5 alle 3 Jahre

Kraftstofftank Dieselkraftstoff DIN EN 590 
Rapsölmethylester (FAME bzw. RME)  

DIN EN 14214

1190 nach Bedarf

Zwischentank (35) – –

AdBlue®-Tank AdBlue®/DEF DIN 70070/ISO22241 95 nach Bedarf

Achsen

jährlich

Vorderachse
Ausgleichsgetriebe
Planetengetriebe 2 Stk.

Getriebeöl  
API GL 5, SAE 90

 
    ca. 22
je ca. 3,5

Hinterachse
Ausgleichsgetriebe
Planetengetriebe 2 Stk.

 
    ca. 20
je ca. 3,5

Aufnahme
Getriebe Aufnehmerwalzen 2 Stck. 
Getriebe Förderwalzen 2 Stck. 
Getriebe 4-fach Zwickwalzen 2 Stck.
Getriebe 8-fach Zwickwalzen

je ca. 9,0 
je ca. 3,5 
je ca. 1,4 
    ca. 6,0

jährlich

Sonstiges
Schaltgetriebe 4-Gang Getriebeöl vollsynthetisch  

API GL5, SAE 75W-90 nach ZF-Norm TE-ML 05B
   ca. 12,0

jährlichPumpenverteilergetriebe Getriebeöl ATF
ATF-Öl nach Dexron II D    ca. 10,0

Hydraulikanlage Hydrauliköl HVLP 46 (zinkhaltig) 
ISO-VG 46 nach DIN 51524 Teil 3    ca. 190

Schmierstellen Schmierfett  
nach DIN 51825, NLGI-Klasse 2,  

Type: KP2K-20,  
bei tiefen Außentemperaturen KP2K-30

nach Schmierplan
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9.3	 Schmierplan euro-Maus4 (Schmierung mit Fettpresse)

Schmierstelle
Anzahl 
Nippel

alle Betr. 
Std.

Teleskoprohr Mietenabräumer (mit Fett einstreichen) 4 b. Bedarf
Gelenkkopf Hydraulikzylinder Aufnahme klappen innen 2 100
Bolzen am Zylinder Aufnahme klappen 2 100
Gelenkkopf Hydraulikzylinder Aufnahme heben oben 2 100
Drehpunkt Stützfuß links und rechts 2 100
Drehpunkt Restrübenaufnehmer 1 100
Gelenkköpfe Hydraulikzylinder Mietenabräumer rechts/ links 4 100
Gelenkköpfe Hydraulikzylinder Mietenabräumer auf /ab 2 100
Nachlauflenkung vordere Zusatzachse 2 100
Zylinder Achsabstützung 4 100
Zylinder Belastung Zusatzachsen hinten/vorne je 4 8 200
Rolle Verriegelungshebel Schwenkarm 1 200
Drehpunkt Verriegelungshebel Schwenkarm 1 200
Kreuzgelenke in Vorderachse und Hinterachse 8 200
Kardanwellen von Getriebe zu den Achsen 4 200
Nippelblock neben dem Tankstutzen 8 200
Zwischenhebel Sensor Restrübenaufnehmer drehen 1 1x jährl.
Verriegelungshebel Gegengewichtsarm 4 1x jährl.
Drehpunkt Unterfahrschutz 2 1x jährl.
Aufhägung Nachreinigung hinten (ab Bj. 2012) 6 200
Gelenkkopf Zylinder Nachreiniger schwenken 1 200

Schmierfett  
nach DIN 51825, NLGI-Klasse 2, Type: KP2K-20,  
bei tiefen Außentemperaturen KP2K-30

Nach jedem Waschen der Maschine sind alle Schmierstellen ebenfalls abzuschmieren. 
Die Zentralschmieranlage ist nach dem Waschen der Maschine mit mind. 2 
Zwischenschmier-Zyklen abzuschmieren.
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9.4	 Filterpatronen, Keilriemen euro-Maus4 ab 2010
Stand: 08.2013

Wichtig: Nur Originalteile von Ropa oder Mercedes-Benz verwenden!

Motor Mercedes-Benz OM926 LA euroMOT3b/4i, 240 kW Anzahl ROPA-Nr. 
Ölfilterpatrone 1 303073
Kraftstofffilterpatrone 1 303013
AdBlue-Filterpatrone 1 303120
Luftfilter Hauptpatrone 1 301225
Luftfilter Sicherheitspatrone 1 301226
Kraftstoffvorfilter 1 303083
Kraftstoffvorfilter Separ 60 µm Stahlsieb (nur GUS-Staaten) 1 301231
Kraftstoffilter Standheizung 1 301106
Hydraulik
Hochdruckfilterelement incl. O-Ring 79*3, Ropa-Art.-Nr. 412455 1 270430
Saugrücklauffilterelement incl. O-Ring 164.47x5.33 (ohne Ropa-Art-Nr) 1 270483
Einfülldeckel mit integriertem Be- und Entlüftungsfilter 1 270389
Pumpenverteilergetriebe
Ansaugfilter PVG grob 1 O-40320010
Papierdichtung für Ansaugfilter PVG 1 O-20350003
Druckfilterelement PVG Inclusive O-Ring 46*3, Ropa-Art.-Nr. 412456 1 270442
Kabine
Ansaugfilter Kabinenfrischluft 1 352332
Poret Umluftfilter 1 352363
Pneumatik
Lufttrocknerpatrone (AbBlue®) 1 261081
– Nur bei Option Wassersprühanlage –
Filtereinsatz 100 Maschen/Zoll 1 208032
Riementrieb Dieselmotor
Keilrippenriemen Lima / Klima / Wasserpumpe 1 226061
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9.5	 Wartungsnachweise

9.5.1	 Software-Updates
Version Datum Name

9.5.2	 Wartungsbestätigung

_____
	

	

vollständig  
durchgeführt am: 

durchgeführt von: 

Unterschrift:  	 ______________________________________________

Soll 50 Betr. Std.

Darf nur vom 
ROPA-Service-
Personal 
ausgeführt 
werden.

Wartung nach 
_____
	

	

vollständig  
durchgeführt am: 

durchgeführt von: 

Unterschrift:  	 ______________________________________________

Soll 400 Betr.Std.

Darf nur vom 
Mercedes-Benz-
Service bestätigt 
werden. 

1. Kundendienst ROPA-Maschine

1. Kundendienst Dieselmotor Mercedes-Benz

Wartung nach 
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9.6	 Drehmomenttabelle für Schrauben und Muttern (Nm)

Metrisches Gewinde DIN 13
Abmessung 6.9 8.8 10.9 12.9

M4 2,4 3,0 4,4 5,1

M5 5,0 5,9 8,7 10
M6 8,5 10 15 18
M8 21 25 36 43
M10 41 49 72 84
M12 72 85 125 145
M14 115 135 200 235
M16 180 210 310 365
M18 245 300 430 500
M20 345 425 610 710
M22 465 580 820 960
M24 600 730 1050 1220
M27 890 1100 1550 1800
M30 1200 1450 2100 2450

Metrisches Feingewinde DIN 13
Abmessung 6.9 8.8 10.9 12.9

M8x1 23 27 39 46
M10x1 43 52 76 90

M12x1,5 76 89 130 155
M14x1,5 125 145 215 255
M16x1,5 190 225 330 390
M18x1,5 275 340 485 570
M20x1,5 385 475 680 790
M22x1,5 520 630 900 1050

Anziehmomente Radmuttern

Vorderachse und Hinterachse 450 Nm
Zusatzachsen 400 Nm
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9.7	 Schmierpläne

9.7.1	 Schmierplan euro-Maus4 mit Nachreiniger Version Siebkette nur Baujahr 2010
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9.7.2	 Schmierplan euro-Maus4 mit Nachreiniger Version Zwickwalzen nur Baujahr 2010
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9.7.3	 Schmierplan euro-Maus4 mit Nachreiniger Version Siebkette nur Baujahr 2011
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9.7.4	 Schmierplan euro-Maus4 mit Nachreiniger Version Zwickwalzen nur Baujahr 2011
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9.7.5	 Schmierplan euro-Maus4 mit Nachreiniger Version Siebkette ab Baujahr 2012
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9.7.6	 Schmierplan euro-Maus4 mit Nachreiniger Version Zwickwalzen ab Baujahr 2012
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9.9	 Mercedes-Benz-Werksnorm Betriebsstoffe, Motoröle und 
Kühl- /Frostschutzmittel

9.9.1	 Mehrbereichsmotorenöle (Spezifikation MB 228.5)
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Stand: 02.09.2013

PRODUKTNAME 10W-
30

10W-
40 5W-30 5W-40 AUFTRAGGEBER

Mercedes-Benz 228.5 Van Engine Oil x Fujian Daimler Automotive Co., Ltd., QINGKOU, MINHOU, FUJIAN 350119/P. R. of
CHINA

Mercedes-Benz NFZ Motorenöl MB 228.5 LT x Daimler AG, Stuttgart/Deutschland

Mercedes-Benz NFZ-Motorenöl MB 228.5 und 235.27 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 08 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 60 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 96 01 x Daimler AG, Stuttgart/Deutschland

ACEITE SINTETICO VOLTRO EUROFLEET x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

Aceite Sintetico Voltro Eurofleet 3 x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

ad SDX 10W40 x AD Parts, S.L., RIUDELLOTS DE LA SELVA (GIRONA)/SPAIN

ad-Super Cargo Leichtlauf-Oil x CARAT Systementwicklungs- u. Marketing GmbH & Co. KG, Mannheim/Deutschland

ADDINOL Commercial 1040 E4 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADDINOL Super Truck MD 1049 x Addinol Lube Oil GmbH, Leuna/Deutschland

Addinol Ultra Truck MD 0538 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADNOC VOYAGER ULTRA SEMI-SYN 10W40 x Adnoc Distribution, Abu Dhabi/UNITED ARAB EMIRATES

Agip Sigma Super TFE x ENI S.p.A. - Refining & Marketing Division, ROM/ITALY

Akros SYNT GOLD 10W-40 x PETRONAS LUBRICANTS INTERNATIONAL, VILLASTELLONE (Torino)/ITALY

All-Fleet Superior SAE 10W-40 x The Valvoline Company, LEXINGTON, KY/USA

ALPET Turbot FE 10W/40 x Atak Madeni Yag Lubricants, Istanbul/TURKEY

Alpine Turbo Plus 10W40 x Mitan Mineralöl GmbH, Ankum/Deutschland

ARAL MegaTurboral 10W-40 x Aral Aktiengesellschaft, Hamburg/Deutschland

ARAL SuperTurboral 5W-30 x Aral Aktiengesellschaft, Hamburg/Deutschland

Armado Synth NF 10W-40 x Kroon Oil B.V., EC ALMELO/THE NETHERLANDS

Astris TNX SAE 10W-40 x Astris S.A., GIORNICO/Schweiz

AVIA TURBOSYNTH HT-E 10W-40 x Avia Mineralöl-AG, München/Deutschland

AVIA TURBOSYNTH HT-U x x AVIA Genossenschaft Schmierstoffe, ZÜRICH/Schweiz

Aviaticon Finko Truck LD 10W/40 x Finke Mineralölwerk GmbH, Visselhövede/Deutschland

Bizol Diesel Truck Performance x Bita Trading GmbH, Berlin/Deutschland

Bizol Super Leichtlauf Truck x Bita Trading GmbH, Berlin/Deutschland

bp vanellus max 10W-40 x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

bp Vanellus Max Drain x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max drain 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

Castrol Elixion HD x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron Plus 5W-30 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Fuel Saver 5W-30 E7 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Long Drain 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

CEPSA EUROTECH LS 5W30 x Cepsa Lubricantes, S.A., MADRID/SPAIN

Cepsa Eurotrans SHPD x Cepsa Lubricantes, S.A., MADRID/SPAIN

CEPSA PROFESIONAL EUROTECH LS 10W40 x Cepsa Lubricantes, S.A., MADRID/SPAIN

CHAMPION ECO FLOW 5W30 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CHAMPION NEW ENERGY 10W40 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CLAAS AGRIMOT ULTRATEC 10W-40 x CLAAS Vertriebsgesellschaft mbH, Hamm-Uentrop/Deutschland

CLASSIC MEDUNA LT 1040 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

CLASSIC MEDUNA LT 530 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

COFRAN MARATHON SAE 10W-40 x Fuchs Lubrifiants France, NANTERRE CEDEX/FRANCE

CYCLON D1 EURO x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

CYCLON D1 EURO STD x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

DELKOL TURBOSYNTH DPF 10W-40 x Delek, NATANYA/ISRAEL

Delo XLD Multigrade x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

Divinol Multimax Synth x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol multimax Truck Star x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol Multimax USHPD x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

EKO FORZA SYNTHETIC x EKO A.B.E.E., MARONSI, ATHENS/GREECE

ELF Agritec SYN FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf AGRITEC SYN FE 10W30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf PERFORM. GALAXY FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty FE 5W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

ELF Performance Experty HDX 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE



9  Listen und Tabellen/Pläne und Diagramme/Wartungsnachweise

402
Kapitel 9 
Listen und Tabellen/Pläne und Diagramme/
Wartungsnachweise

EMKA Cargo 10W40 x EMKA Schmiertechnik GmbH, Bretzfeld-Schwabbach/Deutschland

Engen Dieselube 4000 x Engen Petroleum Ltd., JOHANNESBURG 2000/REPUBLIC of SOUTHAFRICA

Engine Oil Super EHPD 10W-40 x Transnational Blenders B.V., BG DORDRECHT/THE NETHERLANDS

Engine Oil Super UHPD 10W-40 x Transnational Blenders B.V., BG DORDRECHT/THE NETHERLANDS

Engine Oil Super UHPD 5W-30 x Transnational Blenders B.V., BG DORDRECHT/THE NETHERLANDS

engine oil  synthetic I4 10W-40 x Sasol Oil (Pty) Ltd, RANDBURG/REPUBLIC of SOUTHAFRICA

eni i-Sigma performance E4 10W-40 x ENI S.p.A. - Refining & Marketing Division, ROM/ITALY

eni i-Sigma top 10W-40 x Eni S.p.A., Refining & Marketing Division, ROME/ITALY

eni i-Sigma top 5W-30 x ENI S.p.A. - Refining & Marketing Division, ROM/ITALY

ENOC VULCAN 760X Syntec SAE 10W-40 x ENOC International Sales L.L.C., DUBAI/UNITED ARAB EMIRATES

ENOC VULCAN 770 SLD 10W 40 x ENOC International Sales L.L.C., DUBAI/UNITED ARAB EMIRATES

EUROLINE 7 x HAFA France - SOFRA, YVETOT CEDEX/FRANCE

EUROLUB MULTICARGO 10W-40 x EUROLUB GmbH, Eching/Deutschland

EXTRAVIDA XV500 x YPF S.A. Lubricantes & Especialidades, Buenos Aires/ARGENTINA

FENIX ULTRA SINT SAE 10W-40 x Fabrika maziva - FAM a.d., KRUSEVAC/SERBIA

Fina Kappa SYN FE 5W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Fina Kappa Ultra 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Fuchs Titan Cargo MC SAE 10W-40 x Fuchs Petrolub AG, Mannheim/Deutschland

Fuchs Titan Cargo SL SAE 5W-30 x Fuchs Petrolub AG, Mannheim/Deutschland

G-Profi GTS 5W-30 x Gazpromneft-Lubricants LTD, MOSCOW/RUSSIA

GALP GALÁXIA ULTRA XHP x GALPENERGIA, Lissabon/PORTUGAL

GONHER SUPER FLEET x Lubricantes de América, S.A. de C.V., SANTA CATARINA/MEXICO

Gulf Fleet Force Synth x Gulf Oil International, London/ENGLAND

Gulf Gulfleet Supreme 5W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Gulf Superfleet ELD 10W-40 x Gulf Oil International, London/ENGLAND

Gulf Superfleet XLD x Gulf Oil International, London/ENGLAND

Gulfleet Highway 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Hafa Eurodex x HAFA France - SOFRA, YVETOT CEDEX/FRANCE

HEAVY DIESEL 5W30 x Sonangol Distribuidora, S.A., LUANDA/REPÙBLICA de ANGOLA

HERCULES 100 x PETRONAS LUBRICANTS INTERNATIONAL, KUALA LAMPUR/MALAYSIA

HERCULES S.T. x PETRONAS LUBRICANTS INTERNATIONAL, KUALA LAMPUR/MALAYSIA

HESSOL DIMO x Hessol Lubrication Gmbh, Spergau/Deutschland

IGOL PROTRUCK 130X x Igol France, AMIENS CEDEX/FRANCE

INA Super 2000 10W-40 x INA MAZIVA Ltd., ZAGREB/CROATIA

INA Super 2000 5W-30 x INA MAZIVA Ltd., ZAGREB/CROATIA

LCM 800 x Unil Opal, SAUMUR/FRANCE

LIQUI MOLY LKW-LANGZEIT-MOTORÖL x Liqui Moly GmbH, Ulm/Deutschland

Lubex Premium XT 10W40 x Belgin Madeni Yaglar Tic. Ve San. A.S., Gebze Kocaeli/TURKEY

LUBRAL DIESEL TURBO x Lubricantes de América, S.A. de C.V., SANTA CATARINA/MEXICO

LUBRAOIL SAE 10W-40 x Lubricantes de América, S.A. de C.V., SANTA CATARINA/MEXICO

LUBRAX Avante x Petrobras Distribuidora S.A., Duque de Caxias/BRAZIL

LUBRAX Tec Turbo x Petrobras Distribuidora S.A., Duque de Caxias/BRAZIL

Lukoil Avantgarde Professional 10W-40 x OOO LLK-International, MOSCOW/RUSSIA

LUKOIL AVANTGARDE Professional 5W-30 x OOO LLK-International, MOSCOW/RUSSIA

LUKOIL Avantgarde Professional M5 10W-40 x OOO LLK-International, MOSCOW/RUSSIA

mabanol Argon Truck FE 10W-40 x Mabanol GmbH & Co. KG, Hamburg/Deutschland

mabanol Argon Truck FE Ultra 5W-30 x Mabanol GmbH & Co. KG, Hamburg/Deutschland

Magnum MOTOROIL ULTRA 10W40 x United Oils, LLC, RIGA, LV - 1004/LATVIA

Mannol TS-6 UHPD Eco 10W40 x SCT-Vertriebs GmbH, Wedel/Deutschland

Master Truck UHPD-Teilsynthetik-Motorenöl x Kuttenkeuler GmbH, Köln/Deutschland

Max Raloy Diesel x Raloy Lubricantes, S.A. de C.V., Santiago Tianguistenco/MEXICO

Max Raloy Diesel 3277-M x Raloy Lubricantes, S.A. de C.V., Santiago Tianguistenco/MEXICO

megol Diesel Truck Performance x Meguin GmbH & Co. KG Mineraloelwerke, Saarlouis/Deutschland

megol Motorenoel Super Leichtlauf DIMO x Meguin GmbH & Co. KG Mineraloelwerke, Saarlouis/Deutschland

megol Motorenoel Super LL DIMO Premium x Meguin GmbH & Co. KG Mineraloelwerke, Saarlouis/Deutschland

megol Motorenoel UHPD Truck x Meguin GmbH & Co. KG Mineraloelwerke, Saarlouis/Deutschland

Meisteröl Truck Super x EPRO GmbH, Ulm/Deutschland

Midland nova x x Oel-Brack AG, HUNZENSCHWIL/Schweiz

Midland Synqron Diesel x Oel-Brack AG, HUNZENSCHWIL/Schweiz

Misr UHPD x Misr Petroleum Co., CAIRO/EGYPT

Mobil Delvac 1 5W-40 x Exxon Mobil Corporation, FAIRFAX, Virginia/USA

Mobil Delvac 1 SHC 5W-40 x Exxon Mobil Corporation, FAIRFAX, Virginia/USA

Mobil Delvac XHP Extra 10W-40 x Exxon Mobil Corporation, FAIRFAX, Virginia/USA

Mobil Delvac XHP LE 10W-40 x Exxon Mobil Corporation, FAIRFAX, Virginia/USA

MOGUL DIESEL DTT PLUS 10W-40 x Kuwait Petroleum, ROZENBURG/THE NETHERLANDS

MOL Dynamic Synt Diesel 10W-40 x MOL-LUB Ltd., ALMÀSFÜZITÖ/HUNGARY

MOL Dynamic Synt Diesel E4 10W40 x MOL-LUB Ltd., ALMÀSFÜZITÖ/HUNGARY

MOL Dynamic Tornado 5W30 x MOL-LUB Ltd., ALMÀSFÜZITÖ/HUNGARY

Stand: 02.09.2013

PRODUKTNAME 10W-
30

10W-
40 5W-30 5W-40 AUFTRAGGEBER

Mercedes-Benz 228.5 Van Engine Oil x Fujian Daimler Automotive Co., Ltd., QINGKOU, MINHOU, FUJIAN 350119/P. R. of
CHINA

Mercedes-Benz NFZ Motorenöl MB 228.5 LT x Daimler AG, Stuttgart/Deutschland

Mercedes-Benz NFZ-Motorenöl MB 228.5 und 235.27 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 08 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 60 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 96 01 x Daimler AG, Stuttgart/Deutschland

ACEITE SINTETICO VOLTRO EUROFLEET x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

Aceite Sintetico Voltro Eurofleet 3 x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

ad SDX 10W40 x AD Parts, S.L., RIUDELLOTS DE LA SELVA (GIRONA)/SPAIN

ad-Super Cargo Leichtlauf-Oil x CARAT Systementwicklungs- u. Marketing GmbH & Co. KG, Mannheim/Deutschland

ADDINOL Commercial 1040 E4 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADDINOL Super Truck MD 1049 x Addinol Lube Oil GmbH, Leuna/Deutschland

Addinol Ultra Truck MD 0538 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADNOC VOYAGER ULTRA SEMI-SYN 10W40 x Adnoc Distribution, Abu Dhabi/UNITED ARAB EMIRATES

Agip Sigma Super TFE x ENI S.p.A. - Refining & Marketing Division, ROM/ITALY

Akros SYNT GOLD 10W-40 x PETRONAS LUBRICANTS INTERNATIONAL, VILLASTELLONE (Torino)/ITALY

All-Fleet Superior SAE 10W-40 x The Valvoline Company, LEXINGTON, KY/USA

ALPET Turbot FE 10W/40 x Atak Madeni Yag Lubricants, Istanbul/TURKEY

Alpine Turbo Plus 10W40 x Mitan Mineralöl GmbH, Ankum/Deutschland

ARAL MegaTurboral 10W-40 x Aral Aktiengesellschaft, Hamburg/Deutschland

ARAL SuperTurboral 5W-30 x Aral Aktiengesellschaft, Hamburg/Deutschland

Armado Synth NF 10W-40 x Kroon Oil B.V., EC ALMELO/THE NETHERLANDS

Astris TNX SAE 10W-40 x Astris S.A., GIORNICO/Schweiz

AVIA TURBOSYNTH HT-E 10W-40 x Avia Mineralöl-AG, München/Deutschland

AVIA TURBOSYNTH HT-U x x AVIA Genossenschaft Schmierstoffe, ZÜRICH/Schweiz

Aviaticon Finko Truck LD 10W/40 x Finke Mineralölwerk GmbH, Visselhövede/Deutschland

Bizol Diesel Truck Performance x Bita Trading GmbH, Berlin/Deutschland

Bizol Super Leichtlauf Truck x Bita Trading GmbH, Berlin/Deutschland

bp vanellus max 10W-40 x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

bp Vanellus Max Drain x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max drain 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

Castrol Elixion HD x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron Plus 5W-30 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Fuel Saver 5W-30 E7 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Long Drain 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

CEPSA EUROTECH LS 5W30 x Cepsa Lubricantes, S.A., MADRID/SPAIN

Cepsa Eurotrans SHPD x Cepsa Lubricantes, S.A., MADRID/SPAIN

CEPSA PROFESIONAL EUROTECH LS 10W40 x Cepsa Lubricantes, S.A., MADRID/SPAIN

CHAMPION ECO FLOW 5W30 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CHAMPION NEW ENERGY 10W40 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CLAAS AGRIMOT ULTRATEC 10W-40 x CLAAS Vertriebsgesellschaft mbH, Hamm-Uentrop/Deutschland

CLASSIC MEDUNA LT 1040 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

CLASSIC MEDUNA LT 530 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

COFRAN MARATHON SAE 10W-40 x Fuchs Lubrifiants France, NANTERRE CEDEX/FRANCE

CYCLON D1 EURO x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

CYCLON D1 EURO STD x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

DELKOL TURBOSYNTH DPF 10W-40 x Delek, NATANYA/ISRAEL

Delo XLD Multigrade x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

Divinol Multimax Synth x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol multimax Truck Star x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol Multimax USHPD x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

EKO FORZA SYNTHETIC x EKO A.B.E.E., MARONSI, ATHENS/GREECE

ELF Agritec SYN FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf AGRITEC SYN FE 10W30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf PERFORM. GALAXY FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty FE 5W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

ELF Performance Experty HDX 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE
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Motodor Silver 10W40 x PHI OIL GmbH, St. Georgen bei Salzburg/Österreich

MOTOR GOLD Performance Truck x AVISTA OIL Refining & Trading Deutschland GmbH, Uetze-Dollbergen/Deutschland

MOTOREX ECO FS x Bucher AG Langenthal, LANGENTHAL/Schweiz

Motorex Focus 4 x Bucher AG Langenthal, LANGENTHAL/Schweiz

MOTOREX MC POWER PLUS x Bucher AG Langenthal, LANGENTHAL/Schweiz

MOTOREX POWER TRIA SAE 10W/40 x Bucher AG Langenthal, LANGENTHAL/Schweiz

MOTUL TEKMA OPTIMA 5W30 x Motul , AUBERVILLIERS CEDEX/FRANCE

MOTUL TEKMA ULTIMA SAE 10W40 x Motul , AUBERVILLIERS CEDEX/FRANCE

Neste Turbo Super 10W-40 x Neste Markkinointi Oy, NESTE OIL/FINLAND

New Process DALLAS PLUS 3 x New-Process AG, Tübach SG/Schweiz

NISOTEC FAVORIT UHPD x Petroleum Industry of Serbia, NOVI BEOGRAD/SERBIA

Nordlub XP-HD SAE 10W-40 x NORDLUB Deutschland GmbH, Buxtehude/Deutschland

Nordlub XP-HD SAE 5W-30 x NORDLUB Deutschland GmbH, Buxtehude/Deutschland

Oest Dimo HT Super x Georg Oest Mineralölwerk GmbH & Co KG, Freudenstadt/Deutschland

Oilfino Econ T 8600 10W-40 x Carl Harms Mineralöle, Prisdorf/Deutschland

OLMALINE 228.5 SAE 10W-40 x OLMA d.d., Ljubljana/SLOVENIA

OMV super truck SAE 10W-40 x OMV Refining & Marketing GmbH, VIENNA/Österreich

OMV super truck SAE 5W-30 x OMV Refining & Marketing GmbH, VIENNA/Österreich

Opet FullPro HT 10W-40 x Opet Fuchs Madeni Yag San. ve Tic. A.S., Izmir/TURKEY

OTP PLUS SUPER Truck x Müller Mineralöle GmbH & Co. KG , Eschweiler/Deutschland

Pakelo Kentron Over 5 x Pakelo Motor Oil S.r.l., San Bonifacio (Vr)/ITALY

Panolin Diesel HTE 10W/40 x PANOLIN AG, MADETSWIL/Schweiz

PAZ PERFECT E-4 x Paz Lubricants & Chemicals Ltd., HAIFA 31000/ISRAEL

Pennasol Performance Truck x AVISTA OIL Refining & Trading Deutschland GmbH, Uetze-Dollbergen/Deutschland

Petrol Superior x Petrol d.d., Ljubljana/SLOVENIA

PETRONAS Urania MAXIMO x PETRONAS LUBRICANTS INTERNATIONAL, VILLASTELLONE (Torino)/ITALY

Platinum Ultor Extreme 10W-40 x Orlen Oil Sp. z o.o., Krakow/POLAND

Platinum Ultor Max 5W-30 x Orlen Oil Sp. z o.o., KRAKOW/POLAND

PO MAXIMUS 10W-40 x Petrol Ofisi Anonim Sirketi, Istanbul/TURKEY

Prista Ultra TD, SAE 10W-40 x Prista Oil Holding EAD, RUSE/BULGARIA

PROFESSIONAL HUNDERT Truck UHPD 10W40 x Mitan Mineralöl GmbH, Ankum/Deutschland

ProFleet SAE 10W-40 x The Valvoline Company, LEXINGTON, KY/USA

Q8 SUPERTRUCK FE SAE 5W-30 x Kuwait National Petroleum Company, Kuwait/KUWAIT

Q8 T 860 SAE 10W-40 x Kuwait Petroleum, ROZENBURG/THE NETHERLANDS

Qualube Extendol, SAE 10W/40 x Witham Oil & Paint Ltd., LINCOLN, Lincolnshire, LN24ML/UNITED KINGDOM

RAVENOL Performance Truck 10W-40 x Ravensberger Schmierstoffvertrieb GmbH, Werther/Deutschland

Repsol Diesel Turbo VHPD x REPSOL LUBRICANTES Y ESPECIALIDADES, S.A., MOSTOLES (Madrid)/SPAIN

Repsol Turbo UHPD x REPSOL LUBRICANTES Y ESPECIALIDADES, S.A., MOSTOLES (Madrid)/SPAIN

RING FREE XHDS 10W/40 x Morris Lubricants, SHREWSBURY/UNITED KINGDOM

ROWE HIGHTEC TRUCKSTAR SAE 10W-40 HC x ROWE Mineralölwerk GmbH, Bubenheim/Deutschland

RTO Extensia RXD 10W-40 x Huiles Berliet S.A., PARIS/FRANCE

RTO Extensia RXD ECO 5W-30 x Huiles Berliet S.A., PARIS/FRANCE

RTO Extensia TXD ECO 10W-30 x Huiles Berliet S.A., PARIS/FRANCE

Shell Rimula R5 M x Shell International Petroleum Company, LONDON/UNITED KINGDOM

Shell Rimula R6 M x Shell International Petroleum Company, LONDON/UNITED KINGDOM

Shell Rimula R6 ME x Shell International Petroleum Company, LONDON/UNITED KINGDOM

Shell Rimula R6 MS x Shell International Petroleum Company, LONDON/UNITED KINGDOM

Shell SL 0807 x Shell International Petroleum Company, LONDON/UNITED KINGDOM

Spec Diesel UHPD CI-4/CF 10W-40 semisynt x SPECOL Sp.Z.O.O., CHORZÓW/POLAND

Speedol S UHPD, SAE 10W40 x Kocak Petrol Ürünleri San. Ve Tic. Ltd. Sti., GEBZE-KOCAELI/TURKEY

SRS Cargolub TFF x SRS Schmierstoff Vertrieb GmbH, Salzbergen/Deutschland

SRS Cargolub TFG plus x SRS Schmierstoff Vertrieb GmbH, Salzbergen/Deutschland

SRS Cargolub TFL x SRS Schmierstoff Vertrieb GmbH, Salzbergen/Deutschland

Statoil MaxWay Ultra 5W-30 x Svenska Statoil AB, STOCKHOLM/SWEDEN

Statoil MAXWAY ULTRA E4 10W-40 x Svenska Statoil AB, STOCKHOLM/SWEDEN

SVG Esvaugol Premium SAE 10W-40 x Handelsges. für Kfz-Bedarf GmbH & Co. KG, Düsseldorf/Deutschland

Swd Rheinol EXPERT XH SAE 10W40 x Swd Lubricants GmbH & Co. KG, Duisburg/Deutschland

Syntec Premium 228.5 x 77 Lubricants B.V. , DORDRECHT/THE NETHERLANDS

Tamoil  Diesel Premium FE x Tamoil  Italia S.p.A., MILANO/ITALY

TAMOIL DIESEL TOP PERFORMANCE FE x Tamoil  Italia S.p.A., MILANO/ITALY

Teboil Super XLD-2 SAE 10W-40 x LUKOIL LUBRICANTS EUROPE Oy, Oy Teboil Ab, HAMINA/FINLAND

TEBOIL SUPER XLD-2 SAE 5W-30 x LUKOIL LUBRICANTS EUROPE Oy, Oy Teboil Ab, HAMINA/FINLAND

TECTROL SUPER TRUCK 1040 x BayWa AG, München/Deutschland

TECTROL SUPER TRUCK 530 x BayWa AG, München/Deutschland

Tedex Diesel Truck UHPD Motor Oil x Tedex S.A., Piaseczno/POLAND

TESLA DENEBOLA FS 1120 SAE 10W 40 x Tesla Technoproducts FZE, DUBAI/UNITED ARAB EMIRATES

TESLA DENEBOLA SS 1120 SAE 10W 40 x Tesla Technoproducts FZE, DUBAI/UNITED ARAB EMIRATES

Stand: 02.09.2013

PRODUKTNAME 10W-
30

10W-
40 5W-30 5W-40 AUFTRAGGEBER

Mercedes-Benz 228.5 Van Engine Oil x Fujian Daimler Automotive Co., Ltd., QINGKOU, MINHOU, FUJIAN 350119/P. R. of
CHINA

Mercedes-Benz NFZ Motorenöl MB 228.5 LT x Daimler AG, Stuttgart/Deutschland

Mercedes-Benz NFZ-Motorenöl MB 228.5 und 235.27 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 08 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 60 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 96 01 x Daimler AG, Stuttgart/Deutschland

ACEITE SINTETICO VOLTRO EUROFLEET x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

Aceite Sintetico Voltro Eurofleet 3 x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

ad SDX 10W40 x AD Parts, S.L., RIUDELLOTS DE LA SELVA (GIRONA)/SPAIN

ad-Super Cargo Leichtlauf-Oil x CARAT Systementwicklungs- u. Marketing GmbH & Co. KG, Mannheim/Deutschland

ADDINOL Commercial 1040 E4 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADDINOL Super Truck MD 1049 x Addinol Lube Oil GmbH, Leuna/Deutschland

Addinol Ultra Truck MD 0538 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADNOC VOYAGER ULTRA SEMI-SYN 10W40 x Adnoc Distribution, Abu Dhabi/UNITED ARAB EMIRATES

Agip Sigma Super TFE x ENI S.p.A. - Refining & Marketing Division, ROM/ITALY

Akros SYNT GOLD 10W-40 x PETRONAS LUBRICANTS INTERNATIONAL, VILLASTELLONE (Torino)/ITALY

All-Fleet Superior SAE 10W-40 x The Valvoline Company, LEXINGTON, KY/USA

ALPET Turbot FE 10W/40 x Atak Madeni Yag Lubricants, Istanbul/TURKEY

Alpine Turbo Plus 10W40 x Mitan Mineralöl GmbH, Ankum/Deutschland

ARAL MegaTurboral 10W-40 x Aral Aktiengesellschaft, Hamburg/Deutschland

ARAL SuperTurboral 5W-30 x Aral Aktiengesellschaft, Hamburg/Deutschland

Armado Synth NF 10W-40 x Kroon Oil B.V., EC ALMELO/THE NETHERLANDS

Astris TNX SAE 10W-40 x Astris S.A., GIORNICO/Schweiz

AVIA TURBOSYNTH HT-E 10W-40 x Avia Mineralöl-AG, München/Deutschland

AVIA TURBOSYNTH HT-U x x AVIA Genossenschaft Schmierstoffe, ZÜRICH/Schweiz

Aviaticon Finko Truck LD 10W/40 x Finke Mineralölwerk GmbH, Visselhövede/Deutschland

Bizol Diesel Truck Performance x Bita Trading GmbH, Berlin/Deutschland

Bizol Super Leichtlauf Truck x Bita Trading GmbH, Berlin/Deutschland

bp vanellus max 10W-40 x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

bp Vanellus Max Drain x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max drain 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

Castrol Elixion HD x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron Plus 5W-30 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Fuel Saver 5W-30 E7 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Long Drain 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

CEPSA EUROTECH LS 5W30 x Cepsa Lubricantes, S.A., MADRID/SPAIN

Cepsa Eurotrans SHPD x Cepsa Lubricantes, S.A., MADRID/SPAIN

CEPSA PROFESIONAL EUROTECH LS 10W40 x Cepsa Lubricantes, S.A., MADRID/SPAIN

CHAMPION ECO FLOW 5W30 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CHAMPION NEW ENERGY 10W40 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CLAAS AGRIMOT ULTRATEC 10W-40 x CLAAS Vertriebsgesellschaft mbH, Hamm-Uentrop/Deutschland

CLASSIC MEDUNA LT 1040 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

CLASSIC MEDUNA LT 530 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

COFRAN MARATHON SAE 10W-40 x Fuchs Lubrifiants France, NANTERRE CEDEX/FRANCE

CYCLON D1 EURO x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

CYCLON D1 EURO STD x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

DELKOL TURBOSYNTH DPF 10W-40 x Delek, NATANYA/ISRAEL

Delo XLD Multigrade x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

Divinol Multimax Synth x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol multimax Truck Star x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol Multimax USHPD x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

EKO FORZA SYNTHETIC x EKO A.B.E.E., MARONSI, ATHENS/GREECE

ELF Agritec SYN FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf AGRITEC SYN FE 10W30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf PERFORM. GALAXY FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty FE 5W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

ELF Performance Experty HDX 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE
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Texaco Ursa HD x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

Texaco Ursa Premium FE 5W-30 x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

Texaco Ursa Premium TDS x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

Texaco Ursa Premium TDX (E4) x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

TIDAL POWER EHPD 10W-40 x North Sea Lubricants B.V., LV ALPHEN aan den RIJN/THE NETHERLANDS

TITAN EXTREME x Sonol Israel Ltd., NETANYA/ISRAEL

Tor Turbosynth 10W40 x De Oliebron, ZWIJENDRECHT/THE NETHERLANDS

Tor Turbosynth FDL 10W40 x De Oliebron, ZWIJENDRECHT/THE NETHERLANDS

Tor Turbosynth FDL3 10W40 x De Oliebron, ZWIJENDRECHT/THE NETHERLANDS

Tor Turbosynth FE 5W30 x De Oliebron, ZWIJENDRECHT/THE NETHERLANDS

Tor Turbosynth NF 10W40 x De Oliebron, ZWIJENDRECHT/THE NETHERLANDS

Total Rubia TIR 8600 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Total RUBIA TIR 8600 FE 10W30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Total Rubia TIR 8800 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Total Rubia TIR 9200 FE 5W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Total Tractagri HDX SYN FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

TOTAL TRACTAGRI HDX SYNFE10W30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

TRANSPRO 45 x Yacco SAS, ST PIERRE LES ELBEUF/FRANCE

Triathlon Cargo Super SAE 10W-40 x Adolf Würth GmbH & Co. KG, Künzelsau/Deutschland

Triathlon Cargo Super SAE 5W-30 x Adolf Würth GmbH & Co. KG, Künzelsau/Deutschland

TURDUS POWERTEC 3000 10W40 x Grupa Lotos SA., GDANSK/POLAND

TURDUS POWERTEC 5000 SAE 5W-30 x Grupa Lotos SA., GDANSK/POLAND

Unil UNIMOT TRUCK LD SAE 10W-40 x Unil Deutschland GmbH, Stuttgart/Deutschland

UNIMOT 5 10W/40 x GB Lubricants, GATESHEAD/UNITED KINGDOM

Urania 100K x PETRONAS LUBRICANTS INTERNATIONAL, KUALA LAMPUR/MALAYSIA

Urania FE x PETRONAS LUBRICANTS INTERNATIONAL, KUALA LAMPUR/MALAYSIA

URANIA OPTIMO x PETRONAS LUBRICANTS INTERNATIONAL, KUALA LAMPUR/MALAYSIA

VEEDOL DIESEL STAR x Veedol International Limited, Glasgow/UNITED KINGDOM

Verkol TD-MAX 10W40 x Verkol, S.A., BERA/ NAVARRA/SPAIN

VICAM RUNNER TBN 10W40 x Condat S.A., CHASSE-dur-RHONE/FRANCE

Vigor ULTRA D SAE 10w-40 x Aeagean Oil S.A., ATHENS/GREECE

winkler Truck Langzeit x Christian Winkler GmbH & Co. KG, Stuttgart/Deutschland

WOLF ECOTECH ULTRA 5W30 x Wolf Oil Corporation N.V., HEMIKSEN/BELGIUM

WOLF VITALTECH 10W40 ULTRA x Wolf Oil Corporation N.V., HEMIKSEN/BELGIUM

Wunsch TSL-Diesel x Wunsch Öle GmbH, Ratingen/Deutschland

Yacco Transpro 65 SAE 10W-40 x Yacco SAS, ST PIERRE LES ELBEUF/FRANCE

YORK 847 SAE 10W40 x Ginouves Georges SAS, TOULON /FRANCE

YORK 847 SAE 5W30 x Ginouves Georges SAS, TOULON /FRANCE

ZIC 7000 EURO 10W-40 x SK Lubricants, DAEJEON/Rep. of KOREA

ZIC 7000 FE 5W-30 x SK Lubricants, DAEJEON/Rep. of KOREA

ZOOMOL RFORCE 8200 RF1 x Raj Petro Specialities P Ltd., Mumbai/INDIA

Stand: 02.09.2013

PRODUKTNAME 10W-
30

10W-
40 5W-30 5W-40 AUFTRAGGEBER

Mercedes-Benz 228.5 Van Engine Oil x Fujian Daimler Automotive Co., Ltd., QINGKOU, MINHOU, FUJIAN 350119/P. R. of
CHINA

Mercedes-Benz NFZ Motorenöl MB 228.5 LT x Daimler AG, Stuttgart/Deutschland

Mercedes-Benz NFZ-Motorenöl MB 228.5 und 235.27 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 08 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 60 01 x Daimler AG, Stuttgart/Deutschland

MB 228.5 Motorenöl A 000 989 96 01 x Daimler AG, Stuttgart/Deutschland

ACEITE SINTETICO VOLTRO EUROFLEET x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

Aceite Sintetico Voltro Eurofleet 3 x Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

ad SDX 10W40 x AD Parts, S.L., RIUDELLOTS DE LA SELVA (GIRONA)/SPAIN

ad-Super Cargo Leichtlauf-Oil x CARAT Systementwicklungs- u. Marketing GmbH & Co. KG, Mannheim/Deutschland

ADDINOL Commercial 1040 E4 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADDINOL Super Truck MD 1049 x Addinol Lube Oil GmbH, Leuna/Deutschland

Addinol Ultra Truck MD 0538 x Addinol Lube Oil GmbH, Leuna/Deutschland

ADNOC VOYAGER ULTRA SEMI-SYN 10W40 x Adnoc Distribution, Abu Dhabi/UNITED ARAB EMIRATES

Agip Sigma Super TFE x ENI S.p.A. - Refining & Marketing Division, ROM/ITALY

Akros SYNT GOLD 10W-40 x PETRONAS LUBRICANTS INTERNATIONAL, VILLASTELLONE (Torino)/ITALY

All-Fleet Superior SAE 10W-40 x The Valvoline Company, LEXINGTON, KY/USA

ALPET Turbot FE 10W/40 x Atak Madeni Yag Lubricants, Istanbul/TURKEY

Alpine Turbo Plus 10W40 x Mitan Mineralöl GmbH, Ankum/Deutschland

ARAL MegaTurboral 10W-40 x Aral Aktiengesellschaft, Hamburg/Deutschland

ARAL SuperTurboral 5W-30 x Aral Aktiengesellschaft, Hamburg/Deutschland

Armado Synth NF 10W-40 x Kroon Oil B.V., EC ALMELO/THE NETHERLANDS

Astris TNX SAE 10W-40 x Astris S.A., GIORNICO/Schweiz

AVIA TURBOSYNTH HT-E 10W-40 x Avia Mineralöl-AG, München/Deutschland

AVIA TURBOSYNTH HT-U x x AVIA Genossenschaft Schmierstoffe, ZÜRICH/Schweiz

Aviaticon Finko Truck LD 10W/40 x Finke Mineralölwerk GmbH, Visselhövede/Deutschland

Bizol Diesel Truck Performance x Bita Trading GmbH, Berlin/Deutschland

Bizol Super Leichtlauf Truck x Bita Trading GmbH, Berlin/Deutschland

bp vanellus max 10W-40 x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

bp Vanellus Max Drain x BP p.l.c., LONDON/UNITED KINGDOM

bp vanellus max drain 5W-30 x BP p.l.c., LONDON/UNITED KINGDOM

Castrol Elixion HD x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Enduron Plus 5W-30 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Fuel Saver 5W-30 E7 x Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Vecton Long Drain 10W-40 x Castrol Limited, SWINDON/UNITED KINGDOM

CEPSA EUROTECH LS 5W30 x Cepsa Lubricantes, S.A., MADRID/SPAIN

Cepsa Eurotrans SHPD x Cepsa Lubricantes, S.A., MADRID/SPAIN

CEPSA PROFESIONAL EUROTECH LS 10W40 x Cepsa Lubricantes, S.A., MADRID/SPAIN

CHAMPION ECO FLOW 5W30 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CHAMPION NEW ENERGY 10W40 ULTRA x Champion Chemicals N.V., BELGIUM/BELGIUM

CLAAS AGRIMOT ULTRATEC 10W-40 x CLAAS Vertriebsgesellschaft mbH, Hamm-Uentrop/Deutschland

CLASSIC MEDUNA LT 1040 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

CLASSIC MEDUNA LT 530 x CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

COFRAN MARATHON SAE 10W-40 x Fuchs Lubrifiants France, NANTERRE CEDEX/FRANCE

CYCLON D1 EURO x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

CYCLON D1 EURO STD x Cyclon Hellas S.A., ASPROPIRGOS/GREECE

DELKOL TURBOSYNTH DPF 10W-40 x Delek, NATANYA/ISRAEL

Delo XLD Multigrade x Chevron Global Lubricants, GENT/ZWIJNAARDE/BELGIUM

Divinol Multimax Synth x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol multimax Truck Star x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

Divinol Multimax USHPD x Zeller+Gmelin GmbH & Co. KG, Eislingen/Deutschland

EKO FORZA SYNTHETIC x EKO A.B.E.E., MARONSI, ATHENS/GREECE

ELF Agritec SYN FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf AGRITEC SYN FE 10W30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

elf PERFORM. GALAXY FE 10W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

Elf Performance Experty FE 5W-30 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE

ELF Performance Experty HDX 10W-40 x Total Lubrifiants, PARIS la Defense Cedex/FRANCE
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9.9.3	 Vorgemischte Kühlmittel (Spezifikation MB 326.0)

9.9.2	 Korrosions-/Frostschutzmittel (Spezifikation MB 325.0)

Stand: 02.09.2013

PRODUKTNAME AUFTRAGGEBER

MB 325.0 Korrosion-/Frostschutzmittel A 000 989 08 25 Daimler AG, Stuttgart/Deutschland

Anticongelante GHD Premium Lubricantes de América, S.A. de C.V., SANTA CATARINA/MEXICO

Anticongelante LHD Premium Lubricantes de América, S.A. de C.V., SANTA CATARINA/MEXICO

Anticongelante Voltro® Comercial Roshfrans, S.A. de C.V., MÈXICO, D.F./MEXICO

Antifreeze RL-Plus Raloy Lubricantes, S.A. de C.V., Santiago Tianguistenco/MEXICO

ANTIGEL POWER COOLING SMB, Saint Priest Cedex/FRANCE

ARAL Antifreeze Extra Aral Aktiengesellschaft, Hamburg/Deutschland

AVIA ANTIFREEZE APN Avia Mineralöl-AG, München/Deutschland

Castrol Antifreeze NF Castrol Limited, SWINDON/UNITED KINGDOM

Castrol Radicool NF Castrol Limited, SWINDON/UNITED KINGDOM

CLASSIC KOLDA UE G48 CLASSIC Schmierstoff GmbH & Co. KG, Hoya/Deutschland

Concentrate Coolant (G48) China Changchun Delian Chemical Co. Ltd., CHANGCHUN/P. R. of CHINA

COOLANT G48 CONCENTRATE Bucher AG Langenthal, LANGENTHAL/Schweiz

Engen Antifreeze & Summer Coolant Unico Manufacturing, Durban/REPUBLIC of SOUTHAFRICA

ENGMAN´S SUPER ANTIFREEZE & COOLANT Unico Manufacturing, Durban/REPUBLIC of SOUTHAFRICA

EUROLUB KÜHLERSCHUTZ D-48 EXTRA EUROLUB GmbH, Eching/Deutschland

Fuchs MAINTAIN FRICOFIN Fuchs Petrolub AG, Mannheim/Deutschland

Genantin Super Clariant GmbH, Frankfurt/Main/Deutschland

Glidex Extra CHEMIA-BOMAR, SKOROGOSZCZ/POLAND

Glysantin® G05® BASF SE, Ludwigshafen/Deutschland

Glysantin® G48® BASF SE, Ludwigshafen/Deutschland

INA Antifriz Al Super INA MAZIVA Ltd., ZAGREB/CROATIA

Krafft Refrigerant ACU 2300 Krafft S.L., ANDOAIN (Guipuzcoa)/SPAIN

LUBEX ANTIFREEZE TSM Belgin Madeni Yaglar Tic. Ve San. A.S., Gebze Kocaeli/TURKEY

Motorex Antifreeze G05 Bucher AG Langenthal, LANGENTHAL/Schweiz

OMV coolant plus OMV Refining & Marketing GmbH, VIENNA/Österreich

PANOLIN ANTI-FROST MT-325 PANOLIN AG, MADETSWIL/Schweiz

PO Özel Antifriz Petrol Ofisi Anonim Sirketi, Istanbul/TURKEY

Power Cool Off-Highway Detroit Diesel Corporation, DETROIT, Michigan 48239-4001/USA

PROCAR Kühlerschutz Extra EUROLUB GmbH, Eching/Deutschland

RAVENOL Alu-Kühlerfrostschutz -exclusiv- Ravensberger Schmierstoffvertrieb GmbH, Werther/Deutschland

RAVENOL HTC Hybrid Techn. Coolant Concen Ravensberger Schmierstoffvertrieb GmbH, Werther/Deutschland

ROWE Hightec Antifreeze AN ROWE Mineralölwerk GmbH, Bubenheim/Deutschland

VOLTRONIC Coolant AN Voltronic & ACT GmbH, Bad Boll/Deutschland

York 716 Ginouves Georges SAS, TOULON /FRANCE

Zerex G 05 The Valvoline Company, LEXINGTON, KY/USA

Zerex G 48 The Valvoline Company, LEXINGTON, KY/USA

Stand: 02.09.2013

PRODUKTNAME AUFTRAGGEBER

Castrol Radicool NF Premix BP p.l.c., LONDON/UNITED KINGDOM

Fuchs MAINTAIN FRICOFIN -35 Fuchs Petrolub AG, Mannheim/Deutschland

Fuchs MAINTAIN FRICOFIN PREMIX Fuchs Petrolub AG, Mannheim/Deutschland

Kühlstoff G05-23/50 BASF SE, Ludwigshafen/Deutschland

Power Cool Off-Highway Premix 50/50 Detroit Diesel Corporation, DETROIT, Michigan 48239-4001/USA
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AH14.40-N-0001-01A Hinweise zu Anwendung, Stoffeigenschaften Alle Motoren  
und Handhabung von AdBlue

Begriff Kennzeichnung

AdBlue ist der Handelsname für das Dieselmotoren-NOx- Tanksäulen für die Abgabe von AdBlue sind mit der 
Reduktionsmittel AUS32 mit der Normbezeichnung DIN 70070. Normbezeichnung DIN 70070, bzw. mit der Handelsbezeichnung 

AdBlue gekennzeichnet.

Aufgaben AdBlue

Physikalische und chemische Eigenschaften von AdBlueAdBlue dient zur Reduzierung von giftigen Stickoxiden zu 
Wasserdampf und elementarem Stickstoff im Abgas von Form: flüssig
dieselbetriebenen Fahrzeugen mit BlueTec-Technologie. Farbe: farblos, klar, hellgelb

Geruch: leichter Ammoniakgeruch
Chemische Charakterisierung und Zusammensetzung von ph-Wert: 10 (wässrige Lösung, 10 %)
AdBlue Kristallisationsbeginn: -11 °C
AdBlue besteht aus technisch reinem Harnstoff, ohne Zusatz von Siedepunkt/Siedebereich: 103 °C
Fremdstoffen, gelöst in entmineralisiertem Wasser. Der Flammpunkt: -
Harnstoffgehalt beträgt 32,5 %. AdBlue ist kein Additiv, sondern 

Selbstentzündungstemperatur: nicht selbstentzündlich
wird bei Fahrzeugen mit BlueTec-Technologie separat in einem 3Dichte: ca. 1,09 g/cm
vorgesehenen Zusatztank mitgeführt.

 bei 20 °C

Viskosität, dynamisch: ca. 1,4 mPas bei 25 °C

Chemische Formel: H N-CO-NH2 2

Molmasse (Harnstoff): 60,06 g/mol

CAS (Chemial Abstracts-Service)-Nr.: 57-13-6
-----------------------------------------------------------------------------------------

-----------------------------------------------------------------------------------------

Umgang mit durch AdBlue verunreinigten Betriebs-, Kraft- und Schutz elektrischer und elektronischer Fahrzeug-Bauteile beim 
Schmierstoffen Umgang mit AdBlue

Es muss unbedingt darauf geachtet werden, dass AdBlue strikt AdBlue führt zu Korrosion an elektrischen und elektronischen 
von anderen Betriebs-, Kraft und Schmierstoffen wie z. B. Bauteilen. Aus diesem Grund müssen bei Arbeiten, bei denen 
Kühlmittel, Motoröl, Getriebeöl, Kraftstoff, Hydraulikflüssigkeit und AdBlue austreten kann, in der Nähe befindliche elektrische und 

Bremsflüssigkeit getrennt wird, und nicht dieselben Behältnisse elektronische Bauteile abgedeckt werden, um einen Kontakt mit 
und Auffangwannen verwendet werden. Es reichen AdBlue zu vermeiden.
z. B. schon geringste Mengen AdBlue im Kühlmittelkreislauf aus, 
um Thermostate und Temperatursensoren zu beschädigen. Lagerung und Verpackung
Betriebsstoffe, die Spuren von AdBlue enthalten, dürfen nicht Zur Vermeidung von Kristallausscheidungen im AdBlue ist eine 
weiterverwendet werden. Lagerung bei Normalbedingungen (optimal bis 25 °C) zu 

empfehlen. Um Qualitätsbeeinträchtigungen aufgrund von 

Umgang mit durch Fremdstoffe verunreinigtem AdBlue Verunreinigungen zu vermeiden, darf AdBlue nur in ausschließlich 
dafür vorgesehenen Lager- und Abfüllsystemen gehandhabt Einzelne Komponenten des BlueTec-SCR-Systems reagieren 
werden. Als Behältermaterialien sind legierte Stähle, Aluminium, schon auf kleinste Spuren von Verunreinigungen im AdBlue sehr 
verschiedene Kunststoffe sowie Kunststoffbeschichtungen in empfindlich. Beim Umgang mit AdBlue müssen daher unbedingt 
Metallbehältern geeignet.saubere und nur für diesen Zweck vorgesehene Behältnisse und 
Nicht verwendet werden dürfen unlegierte Stähle, Kupfer, Auffangwannen verwendet werden. AdBlue, das Spuren von 
kupferhaltige Legierungen und verzinkte Stähle.Verunreinigungen enthält darf nicht weiter verwendet werden.
----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------

Gebrauchsdauer und Haltbarkeit Entsorgung von kleineren Mengen:

AdBlue zerfällt im Laufe der Lagerung in Ammoniumhydroxid und Kleine Mengen an verschüttetem AdBlue können aufgrund dessen 
Kohlendioxid und erfüllt dann die Anforderungen der Norm DIN leichter Abbaubarkeit problemlos mit viel Wasser in die 
70070 nicht mehr. Kanalisation gespült werden.

Wird die empfohlene Lagertemperatur von maximal 25 °C 
eingehalten, erfüllt AdBlue nach seiner Herstellung die Entsorgung von größeren Mengen:
Anforderungen dieser Norm für min. 6 Monate. Wenn die Größere Mengen AdBlue müssern unter Beachtung der 
empfohlene Lagertemperatur überschritten wird, verkürzt sich Vorschriften zur Abfallverwertung/-beseitigung einer 
dieser Zeitraum. Bei Temperaturen unter -11 °C gefriert AdBlue ordnungsgemäßen Entsorgung zugeführt werden.
und wird fest.

Bei Erwärmung wird das gefrorene AdBlue wieder flüssig und Die Einstufung der Abfälle hat herkunftsorientiert nach der 
kann ohne Qualitätseinbußen wieder verwendet werden. Verordnung über das Europäische Abfallverzeichnis - European 
Die maximal zulässige Gebrauchsdauer von AdBlue ist den MB- Waste Catalogue (EWC), bzw. die deutsche Abfallverzeichnis-
Betriebsstoff-Vorschriften zu entnehmen. Verordnung (AAV) zu erfolgen.

Entsorgung und Abbaubarkeit Verunreinigte Verpackungen:
Von AdBlue geht nur eine sehr geringe Gefahr für Wasser und Verpackungen, denen Reste von AdBlue anhaften, sind wie der 
Boden aus. Es kann von Mikroben verwertet werden und ist daher Stoff zu behandeln. Verpackungen sind bestmöglich zu entleeren, 
leicht abbaubar. Aus diesem Grund ist AdBlue in Deutschland in sie können dann nach entsprechender Reinigung einer 
die niedrigste Wassergefährdungsklasse WGK 1 eingestuft. Wiederverwertung zugeführt werden.
----------------------------------------------------------------------------------------- -----------------------------------------------------------------------------------------

Vorschriften

Das Produkt ist nach EG-Richtlinien oder den jeweiligen nationalen 

Gesetzen nicht kennzeichnungspflichtig.

Nationale Vorschriften:

Störfallverordnung: nicht unterstellt

Seite 1 von 2© Daimler AG, 14.09.10, G/09/10, ah14.40-n-0001-01a, Hinweise zu Anwendung, Stoffeigenschaften und Handhabung von AdBlue
MOTOR alle

Wassergefährdungsklasse: WGK 1 schwach wassergefährdend 
gemäß VwVsS

Seite 2 von 2© Daimler AG, 14.09.10, G/09/10, ah14.40-n-0001-01a, Hinweise zu Anwendung, Stoffeigenschaften und Handhabung von AdBlue
MOTOR alle

9.9.4	 Hinweisblatt AdBlue®
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r = 18 m

9.10	 Sicherheitsinformation
In der folgenden Grafik sind die Gefahrenbereiche an der euro-Maus4 schraffiert 
eingezeichnet. Sobald sich Personen diesen Gefahrenbereichen nähern, hat der 
Fahrer die euro-Maus4 sofort und unverzüglich stillzusetzen und den Ladevorgang 
unverzüglich abzubrechen. Hält sich der Fahrer nicht an diese Anweisung, hat er alle 
Folgen, die sich aus seinem Tun ergeben, selbst zu tragen.

Gefahr! Für alle Personen die sich während des Verladevorganges innerhalb eines  
Gefahrenbereiches aufhalten, besteht akute Lebensgefahr!

Hiermit bestätige ich, ................................................................durch meine Unterschrift folgendes:
	 Name in deutlich lesbarer Blockschrift

Ich habe diese Sicherheitsinformation erhalten. Ich wurde darüber belehrt, dass der Fahrer strikte Anweisung hat, 
den Verladevorgang sofort einzustellen, sobald sich Personen den Gefahrenbereichen nähern.
Ich habe verstanden, wo sich die Gefahrenbereiche an der euro-Maus4 befinden. Sollten sich in meiner 
Begleitung Kinder oder minderjährige Personen befinden, werde ich diese Personen in geeigneter Weise 
informieren, ihnen den Aufenthalt in den Gefahrenbereichen verbieten und sie entsprechend beaufsichtigen.
 
Die Sicherheitsbelehrung habe ich erhalten von   .................................................................
					     Name in deutlich lesbarer Blockschrift

.........................    ........................................................ 
Datum                                    Unterschrift der belehrten Person

Ich habe diese Sicherheitsbelehrung vorgenommen und der oben bezeichneten Person eine Kopie dieser 
Sicherheitsinformationen ausgehändigt.

........................................................ 
Unterschrift

Gefahrenbereich

Gefahrenbereich



9  Listen und Tabellen/Pläne und Diagramme/Wartungsnachweise

408
Kapitel 9 
Listen und Tabellen/Pläne und Diagramme/
Wartungsnachweise

9.11	 Bestätigung über die Fahrerbelehrung

Die Betriebsanleitung habe ich erhalten, gelesen und verstanden:

........................................................
Ort und Datum

........................................................		  ........................................................
Unterschrift des Fahrzeughalters					     Unterschrift des Fahrers

Sie / Er wurde von (Name, Vorname)................................................. am (Datum).................... über die besondere 
Verpflichtung in der verkehrssicheren Führung der euro-Maus4 und die damit verbundenen Auflagen belehrt. 
Gegenstand dieser Belehrung waren: Das Kapitel Straßenverkehr der Betriebsanleitung der euro-Maus4, 
die geltenden Sicherheitsbestimmungen und die besonderen Auflagen der Straßenverkehrsbehörde in deren 
Zuständigkeitsbereich der euro-Maus4 bewegt wird.

Hiermit bestätige ich, dass ich die oben genannte  
Belehrung in vollem Umfang vorgenommen habe:
					     Unterschrift

Hiermit bestätige ich, dass ich die oben genannte Belehrung 
in vollem Umfang erhalten und auch verstanden habe:
					     Unterschrift des Fahrers

Frau / Herr.........................................................................	 geboren am .............. 
	 Familienname u. Rufname

wurde am .......................		  in den sicheren Umgang mit der euro-Maus4

		  in die Wartung der euro-Maus4

von ..........................................................................	eingewiesen. 
	 Familienname u. Rufname

Hat die erforderlichen  
Kenntnisse 	 	 zum sicheren Umgang mit der euro-Maus4

		  zur Wartung der euro-Maus4
nachgewiesen.
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	 Sicherheitsanweisung für Landwirte beim Rüben verladen
Während des Ladevorganges darf der Landwirt keine Personen im Gefahrenbereich 
dulden. 
Sich nähernde Personen sind strikt zu verweisen. Der Lademaus-Fahrer muss die 
Maschine stillsetzen, solange sich Personen im Gefahrenbereich aufhalten. Entfernen 
sich Personen nicht aus dem Gefahrenbereich, ist der Fahrer verpflichtet den 
Ladevorgang abzubrechen und dem Einsatzleiter Meldung zu erstatten.

– Originaltext landw. Sozialversicherung – Abt. Prävention, Niederbayern/Oberpfalz und Schwaben –

	 Fahreranweisung Lademaus
Für alle Lademaus-Fahrer wird folgendes verbindlich festgelegt:
Treten Personen in den Gefahrenbereich des Einräumschildes und der 
Aufnahmeeinrichtung, so ist die Maschine unverzüglich abzustellen.
Das Ingangsetzen darf erst erfolgen, wenn alle Personen den Gefahrenbereich 
verlassen haben. Der Gefahrenbereich beginnt in einem Umkreis von drei Metern um 
die äußersten Maschinenbauteile.

............................................
    (Unterschrift Verlademausfahrer)

– Originaltext landw. Berufsgenossenschaft Niederbayern/Oberpfalz und Schwaben –

Die folgenden Anweisungen wurden von der Landwirtschaftlichen 
Sozialversicherung Niederbayern Oberpfalz und Schwaben, für die bei ihr 
versicherten Landwirte erlassen. Wir fordern Sie auf, diese Anweisungen im 
eigenen Interesse zu beachten:
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9.12	 Hinweise zur Rübenernte
Bitte kopieren und an die Roderfahrer aushändigen

9.12.1	 Praxistipps
Achten Sie beim Roden auf den richtigen Erdanteil an den Rüben. Etwas Erde (Erdanteil 
um 10-15 %) schont die Rüben beim Verladen. Ist der Erdanteil zu groß, können die 
Rüben nicht so zügig verladen werden.
Werden Zuckerrüben unmittelbar nach dem Roden verladen, sollen Sie bereits vom 
Rübenroder möglichst gut gereinigt sein. Werden frisch gerodete Rüben erst beim 
Verladen stark gereinigt, kommt es dabei häufiger zu Schäden am Rübenkörper, als bei 
abgelagerten Rüben.

Bei sehr leichten und gut siebfähigen Böden sollten Sie beim Roden einen geringen 
Erdanteil in die Rübenmiete einbringen. Dieser Erdanteil bewirkt beim Verladen einen 
gewissen Dämpfungseffekt, der die Rüben weitgehend vor Beschädigungen schützt, von 
der euro-Maus4 jedoch problemlos entfernt werden kann.
Besonders bei klebrigen Böden haften nach dem Roden – trotz guter Reinigung- meist 
noch hohe Erdanteile an den Rüben. Diese Zuckerrüben sollten vor dem Verladen 
mindestens 3-5 Tage in Mieten abgelagert und dabei „trocken gehalten“ werden. 
Decken Sie diese Mieten bei nasser Witterung möglichst ab, damit die Erdreste 
antrocknen können. Angetrocknete Erde bewirkt beim Verladen einen gewissen 
Dämpfungseffekt, lässt sich aber mit der euro-Maus4 hervorragend abreinigen.

Bei sehr schwierigen Bodenverhältnissen wird ein optimaler Reinigungseffekt unter 
Umständen erst dann erreicht, wenn die Rüben mindestens 5-7 Tage auf Miete lagern 
und dabei „Trocken gehalten“ werden. Das Gleiche gilt, wenn nach dem Roden die 
Erdanteile am Rübenkörper sehr stark haften. Mit diesen Rüben erzielt man beim 
Verladen nur dann einen hohen Durchsatz und schonendes Reinigen, wenn die 
Erdanteile am Rübenkörper angetrocknet sind.  
Legen Sie eine Rübenmiete möglichst nur auf trockener und spurfreier Erde an. Der 
Untergrund sollte möglichst frei von Fremdkörpern, wie Steinen, Holzteilen etc. sein.

Liegt der geschätzte Erdanteil in einer Miete bei 25 % oder höher, sollte die Mietenhöhe 
möglichst zwei Meter nicht übersteigen. Bei dieser Mietenhöhe erreichen Sie beim Verladen 
einen hohen Durchsatz bei gleichzeitig optimaler Verteilung der abgereinigten Erde. Lange 
und niedrige Mieten lassen sich im allgemeinen zügiger verladen, als kurze und hohe.

Beachten sie unsere Pläne zur Anlage von Mieten. Halten Sie unbedingt die Abstände 
zum Abfuhrweg ein. 
Achten Sie darauf, dass die maximale Aufnahmebreite 10,20 Meter nicht übersteigt.

Meist wird nach rechts verladen (reduzierter Zeitaufwand beim Aus- und Einklappen). 
Berücksichtigen Sie dies bitte beim Anlegen der Miete. Durch die ausgereifte 
Konstruktion der euro-Maus4 ist jedoch auch das Verladen nach links, bei gleichem 
Durchsatz und gleicher Qualität, problemlos möglich.
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9.12.2	 Anlageplan für eine Rübenmiete
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